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SUMMARY

A survey was made of portions of the chromium-cobalt-nickel-molybdenum
quaternary system at 1200° C by means of microscopic and X-ray diffraction
studies. Since the face-centered cubic (alpha) solid solutions form the
matrix of almost 21l practically useful high-temperature zlloys, the solid
solubility limits of the quaternary alpha phase were determined up to
20 percent molybdenum. The component cobalt-nickel-molybdenum, chromium-
cobalt-molybdenum, and chromium-nickel-molybdenum ternary systems were
also studied. The survey of these systems was confined to the determina-
tion of the boundaries of the face-centered cubic (alpha) solid solutions
and of the phases coexisting with alpha at 1200° C.

, INTRODUCTION

In the development of technologically useful alloys it is ususlly of
considerable help if the phase relationships and solid solubility limits
ere known. At the Metallurgy Department of the University of Notre Dame,
a project has been in progress for some years to determine the phase
relationships in alloy systems involving chromium, cobalt, nickel, iron,
and molybdenum, the transition elements of greatest importence in high-
temperature aslloys.

The determination of phase disgrams for systems of four or more com-
ponents is an extremely laborious task. The problem must be approached
in a systematic manner in order to avoid becoming hopelessly lost. The
best method of attack is to begin by estsblishing the phase relationshlps
in systems of two or three components and then continue by adding one new
element at a time. The problem of presenting quantitative phase relation-
ships diagrammatically for systems of three or more components necessitates
holding one or more thermodynamic variables constant. For example, =&
ternary phase disgram may be presented as a series of isothermsl sections
or as a series of sections in each of which the amount of one component
is held constant. For a quaternary system, 1t is necessary to hold both
temperature‘and the amount of one component constant in order to obtain
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two-dimensional disgrams. The temperature 1200° C was chosen as that-at
which an initisl isothermal survey could be most—profitably made. This
temperature is of immediate interest because it lies within the range
of solution treatment for most high-temperature alloys now in use and
g1s0 becausé here diffusion rates are fast enough to allow equilibrium
conditions to be approached 1n reasonably short{ annealing periods, At~
lower temperatures, such as 800° C, the determination of-these phase
diagrams within extensive composition rsnges would be too time-consuming
and therefore expensive. Work of this kind is planned only for limited
important composition ranges. _
Thus far, two reports have been issued covering work done on this
project. -In the first report (reference 1) the 1200° C isothermal sec-
tion of the chromium-cobalt-nickel ternary system was presented. The
second report (reference 2) gave a survey of the chromium-cobslt=nickel-
iron quaternary system at 1200° C in the composition ranges near the
face~centered cubic solid-solution phase. This report alsoc presented
a study of some features of-the chromium-cobalt-nickel and the chromium-~
cobalt-iron ternary systems at lower temperatures.

The present report presents a survey of portions of the chromium-
cobalt-nickel-molybdenum quaternary system at 1200° C. The face-centered
cubic (alpha) solid solutions have, by far, the greatest practical impor-
tance in high-temperature alloys. For this reason, the solid soclubility
limits of the quaternary alpha phase were determined up to 20 percent .
molybdenum.

It was also necessary to investigate—the component—cobalt-nickel-
molybdenum, chromium-cobalt-molybdenum, and chromium-nickel-molybdenum
ternary systems, slnce these systems had not heen adequately explored
by previous investigators. (See "Literature Survey" for discussion
of previous studiles of the bilnary and ternery systems comprising the
chromium-cobalt-nickel-molybdenum quaternary system.)

At the beginning of this work it became apparent that-a definite
and consistent nomenclasture for phase designation would have to be
adopted in order to avoid confusion and contradiction., For example,
the iron-chromium sigms phase 1s isomorphous with the chromium-cobalt
gamma phase and the lron-molybdenum zeta phase. In order to avold
contradiction in ternsry and quaternary systems of these elements, where
the lsomorphous phases form uninterrupted solid solutions, it was decided
to give all these pheses the same designation. The designation sigma
phase was selected as one most—generally associated with this particular
structure. Since this work began with a nonferrous system, the face-
centered cubic solid solutions in the systems involving chromium, cobalt,
nickel, and molybdenum have all been designated as alpha phase. For the
sake of consistency, this nomenclasture was extended even to the chromium-
cobalt-nickel-iron quaternary system, although this phase in ferrous
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systems has been customarily referred to as gamma. On the other hand,
the body-centered cubic solid solutions, which are usually named alpha
in ferrous systems, are here referred to as epsilon phase 1in conformity
with the nomenclature used for the chromium-rich alloys in the chromium-
cobalt binary system. In the cobalt-molybdenum binary system, the
intermediate phase which coexists with alpha at 1200° C has been esrlier
designated as epsilon. In. the present investigation, this phase was '
renamed mu since, as stated above, epsilon had already been used to
designate the chromium-rich body-centered cubic phase. The hitherto
unknown ternary phases discovered in the 1200° C isothermal sectioms of
the chromium-cobalt-molybdenum and the chromium-nickel-molybdenum ternary
"systems have been named R and P, respectively.

This work was conducted st the University of Notre Dame under the
sponsorship and with the financial assistance of the National Advisory
Committee for Aeronautics., The authors wish to thank Mr. Francis Pall
for doing some of the work releting to the chromium-cobalt-molybdenum
and chromium-nickel-molybdenum systems. The assistance of
Messrs. C. Patrick Sullivan and Robert Hochman is also appreciated.

LITERATURE SURVEY

The chromium-cobalt-nickel-molybdenum quaternary system comprises
the following six binsry and four ternary systems: Chromium-cobalt,
chromium-nickel, cobalt-nickel, chromium-molybdenum, cobalt-molybdenum,
nickel-molybdenum, chromium-cobalt-nickel, chromium-cobalt-molybdenum,
chromium-nickel-molybdenum, and cobalt-nickel-molybdenum. All of the
above binary systems were investigated previously. The chromium-cobalt
system was investigated by Elsea, Westerman, and Manning .(reference 3),
and the most recent chromium-nickel phase diagram was reported by
Jenkins, Bucknall, Austin, and Mellor (reference 4). The "Metals
Handbook" (reference 5) gives the accepted cobalt-nickel diagram,
which was thoroughly investigated by several workers.

The chromium-molybdenum binary system is also given in the "Metals
Handbook" (reference 5). In recent work on molybdenum-rich alloys,
Kessler and Hansen (reference 6) confirm the results of other inves-
tigators that chromium and molybdenum are completely soluble in the
solid state. The cobalt-molybdenum binary system was investigated by
Sykes and Graff (reference 7). The transformation from face-centered
cubic to hexagonal in pure cobalt above 1000° C indicated in their
disgram was not found by several later investigators (references 8 to
10). Henglein and Kohsok (reference 11) recently pointed out that
the cobelt-molybdenum intermediste phase CoTMo6-is isomorphous with

the iron-molybdenum, cobalt-tungsten, and iron-tungsten intermediate
pPhases FeqMog, Co7Wg, and Fe7W6. The crystal structure of the Co7Mo6
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phase can be described as hexagonal or rhombohedral (reference 11). The _
nickel-molybdenum binary system, as determined by Ellinger, is glven in - -t
reference 5.

0f the four ternary systems involved in the chromium~cobalt-nickel-
molybdenum quaternary system, two were previously investigated. The 1200° C
isothermal section of the chromium-cobalt-nickel ternary system was inves-
tigated by Manly and Beck (reference 1). This diegram was slightly
modified in the chromium-cobalt sigma-phasse-field region by Kamen and
Beck (reference.2). Siedschlag (reference 12) investigated the chromium-
nickel-molybdenum ternary system, but the results of that investigation
proved to be of no help in the present work. The nickel-rich alloys were
exemined from a technoclogical point of view only, end phase relationships
were not studied in detail, It was, therefore, necessary to investigate
the three ternary systems chromium-cobalt-molybdenum, chromium-nickel-
molybdenum, and cobalt-nickel-molybdenum. The survey of these systems
was confined to the determination of the boundaries of the face-centered
cubic (alpha) solid solutions and of the phases coexisting with the
alpha phase at 1200° C. .

The brittle intermetallic sigma phase, which occurs in'many systems
involving the transition elements, has recently become the subject of- ’
much interest and investigetion. Sully and Hesgl (reference 13) have .
pointed out thet—the iron-chromium sigma phase and the chromium~cobalt .
gamma phase are isomorphous, and Goldschmidt (reference 14) found that -
the iron-molybdenum zets phase 18 also isomorphous with the iron-chromium
sigma phase., Beck snd Manly (reference 15) investigated the chromium-
cobalt-iron and the chromium-cobalt-nickel ternary systems., They proved
that the iron-chromium sigme phase snd the chromium-cobalt—gsmme phese
form an uninterrupted series of solid solutions across the chromium-
cobalt-iron ternary isothermal section at 800° C. They also found that—
the chromium-cobaelt gamma phase extends deep into the chromium-cobalt-
nickel ternary system at 1200° C in & manner suggesting that nickel
etoms end cobalt atoms substitute for each other in forming the sigms
phase, while the chromium content of the phase remains essentially
unchanged. On the basis of these results and of the existence of the
sigma phase in the iron-vanadium system, Beck and Manly (reference 15)
suggested that the sigma phase should also occur in the cobalt-vanadium
and the nickel-vanadium systems., Indeed, this was confirmed by Duwez
and Basen (reference 16) who also formally postulated the criterion that S
a face-centered and a body-centered cubic metzl are required in an zlloy
system before the sigmas phase will form. In the present investigation,
special attention was given to the occurrence of the sigma phase, and
further confirmation was obtained for the earlier observation that atoms
of elements of like structure can substitute for each other in the "
formation of the sigms phase, A criterion for the formation of the
signa lattice in terms:of electron vacancy concentretion in the 3d sub- )
band was derived in order to rationalize the above observations. -
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EXPERIMENTAL PROCEDURE

In this work, the phase boundsries were established by microscopic
examination of carefully homogenized alloys. The phases were identified
by means of X-ray diffraction., Details relating to the eguipment used
and to the melting and homogenizing procedures followed throughout the
work were reported by Manly and Beck (reference 1). Molybdenum in the
form of @ l/8-inch—diameter rod was used to make up the alloys. The
lot analyses of the electrolytic chromium, of the cobalt rondelles, and
of the nickel used are glven in table I.

Most of the slloys were melted in Alundum crucibles, except for
34 alloys melted in zirconia and stabilized zirconia crucibles at the
beginning of the work. The type of crucible used to melt each alloy is
listed in table IL. Early in the work, it was found that molybdenum-
bearing alloys were susceptible to zirconium pickup. This was confirmed
by semiquantitative spectrographic analysis. The use of zirconia and
stabilized zirconia crucibles was, therefore, discontinued, and gll
subsequent alloys were melted in Alundum crucibles, The zirconium pickup
is treated 1n greater detall under Dircussion.

The ingots were generally found to be free of excessive segregation,
except in a few isoclated cases discussed later. Specimens for homogeni-
zation and subsequent microscopic and X-ray analysis were taken from
the bottom section of each ingot. Immedietely adjacent examples were
used. for chemicel analysis. All specimens which consisted mainly of the
face-centered cubic (alpha) solid solution were double-forged prior to
homogenizetion. This double-forging treatment consisted of heating the
specimen at 1200° C for 1/2 hour, forging, reheating at 1200° C for
1/2 hour, and forging again. With this preliminary treatment alpha
alloys were easily homogenized by annealing at 1200° C for 48 hours.
Alphe alloys contalning more than about 20 percent of any second phase
were too brittle to be forged. Specimens from such alloys were homog-
enized for 95 to 150 hours at 1200° C. All specimens were quenched
directly into cold tep water. It is very important that the oxygen be
removed from the furnace atmosphere in which alloys containing molybdenum
are being annealed, because of the extremely rapid rate of oxidation of
these alloys at high temperatures. It is believed that the homogenizing
treatments used gave very nearly equilibrium conditlons, except in a few
cases to be discussed later, because continued annealing, which in some
cases was extended up to 200 hours, resulted in no detectable further
changes in the microstructures.

After homogenization, a powder for X-ray analysis was taken from each
specimen, by either filing or crushing, depending on the brittleness of
the alloy, and the remaining piece was prepared for microscopic exemina-
tion to detect the presence or absence of a second phase. The phase
bolindaries were thus determined by the disappearing phase method.



6 NACA TN 2683

It was found necessary to vary the etching procedure considerably,
according to the composition of—the alloy.

(1) The following etchants were used successfully to differentiate
between the various phases:

Hydrochloric acid, milliliters . « « . « « o + ¢ o o o « o« &« 8.0
Nitric acid, milliliter e «
Glycerin, milliliters . « « o « ¢ ¢ 0 o e e b o e e s e e . .o 2.0
Cupric chloride, milligrams . . « « + « ¢ « o « « « o + = 50 to 150

The freshly polished specimen was elther immersed in the etchant—for
seversl minutes, or, for more repid attack, swabbed with cotton sgturated
with the etchant. This etchant was used only to reveal the structure of
the alpha phase; grain boundaries, amnealing twins, and transformetion
striations became apparent, and any second-phase particles present were
clearly delineated. It was not possible, however, to ldentify which
second phase was present by using this etchant alone.

(2) The following electrolytic etching and staining procedure was
used with alloys in the chromium-nickel-molybdenum ternary system:

Oxallc acid, Erams « + 2 « o o o o o o o 2 o o o o s o ¢ o o o ¢ o » 8
Distilled water, milliliters o« + « 4 s o o ¢ o o o s o o o o s o s » 92
Cathode . . . o o e o s o o o 4 e« ¢ & o s o o « o BStalnless steel
Voltage, volts (d—c ) e 6 6 s o s o s s % e 6 o s e e e e e ... 6
Electrode spacing, Inch . « o o o 2 o o o o ¢ o o o o o o o s o o o 1
Temperature, O it st e e s e s e e e s s s e s e g e s e .2 to 30
Time, SECONAE « & & o o o o ¢ o o o o o s o s o o o o o« « o o« 8 to 10

The specimen was removed from the etching bath and immedlately immersed
for 10 to 20 seconds into a staining solution consisting of 5 grams of
potassium permanganate snd 5 grams of sodium hydroxide dissolved in

90 milliliters of distilled water. This etching and staining

method worked well with the epsilon phase., Grain boundaries became
evident and the characteristic Widmanstftten precipitate—of sigma in
the epsilon phase, when present, became clearly recognizable. The
epsilon phese was stalned a very light tan color, or a darker brown
when the Widmenst8tten precipitate was present. The alphs phase always
remained unattacked and unstained. The chromium-nickel-molybdenum
ternary sigma phase always stained, and a faint structure was sometimes
brought-out in this phase. The color of the stain on the sigma phase
varied from bright green or red to purple. The grein boundaries of the
ternary P phase were attacked and this phase, too, was always stained,
the color varying from green to red and orange. The deltas phese was
generally very unevenly attacked and elther did not stain or stalned an
uneven brownish color. Grain boundaries were revealed in the delts
phase., With chromiuvm-rnickel-molybdenum alloys, greati success was
experienced in differentiating between epsilon, sigma, and elpha when
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these phases coexisted. As a result of this, it was possible to locate
the corner of the three-phase slphe-plus-epsilon-plus-sigma field on
the alpha boundary by metsllographic means, Even when present as small
particles in en alpha matrix, sigmas consistently stained a brilliant
color, whereas the epsilon phase never stained more than a light tan
color. It was difficult to distinguish between minor amounts of the
sigma and the P phases in an alpha matrix because of their similar
staining characteristics., However, when sigma and P were adjacent in
the same alloy, it was possible to distinguish one phase from the other.
Finel identificetion, of course, was made by means of X-rey analysis.

(3) The electrolytic oxalic-acid etchant described asbove proved
unsatisfactory for chromium-cobalt-molybdenum glloys. The following
electrolytic etchant, used in conjunction with the previously described
staining solution, was used with sstisfactory results:

Concentrated phosphoric acid, milliliters . « ¢« . . o ¢« ¢« ¢ ¢ ¢ o ¢ &« D
Distilled water, milliliters . « ¢ o o o o o 2 o o o o a o a o o ¢ o« 95
CathOGe . » v o ¢ ¢ o o o ¢ o o ¢ o« s o s o o o o« o » o ©Stainless steel
Voltage, volts (dA=C.) o ¢ o o o o o o o o o o ¢ « o o ¢ s s o o s o o« 6
Flectrode spacing, IncCh « o« « « o o« ¢ o o 2 ¢ o o o o o o o o o o & « 1
Temperature, OC ¢« o ¢ ¢ o o o o o « ¢ o o o s o o 2 s s o« o o« « 20 to 30
Time, B86CONAS . 4 & o o o o o o ¢ o o o o s o ¢ s o o o o o o o« 10 to 15

The alpha phase was lightly attacked but remsined unstained. The sigma
phase was lightly attacked and stained colors varying from orange to blue
or purple. A fine WidmanstBtten precipitate was sometimes observed in
the sigms phase., The chromium-cobalt-molybdenum ternary R phase was
unattacked, but this phase stalned yellow to rusty brown. The mu phase
was attacked and usually stained pasle blue or did not stesin at all.
Grain boundaries and tiny enneeling twins were observed in the mu phase.
Sigma, R, and alphs were easlly distinguished from each other when these
phases occurred together in the same alloy, but small particles of sigma
were indistinguisheble from smell particles of either the R or the

m: phese in an slpha matrix. The mu phase was readily differentiated
from R.

(4) It was necessary to decrease the acidity of the phosphoric-acid
electrolyte and increase the alkalinity of the elkallne permanganate
staining solution in order to differentiate successfully between the
delta and the mu phases in cobalt-nickel-molybdenum alloys. The following
solution was used:

Concentrated phosphoric acid, milliliters .« « ¢« ¢ ¢ ¢ v ¢ o ¢ s o « 2.5
Distilled water, milliliters « « ¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢ o ¢ « ¢ « « o « o 97.5

Etching conditions were the same as those for procedure 3. The specimen
was then immersed into a staining solution containing 20 grams of socdium
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hydroxide and 5 grams of potassium permsngenate dissolved in 75 milli-
liters of-distilled water. The alpha phase was lightly attacked

but remained unstained. The delta phase was unevenly asttacked, grain
boundarles being revealed, and was stained dark green or blue. The

mu phase wes more evenly attacked; grain boundaries and occasional twins
were evident., The mu phaese stained & number of different colors,
apparently depending upon the orientation, each graein or twin showing
only one color. With this etching procedure 1t was possible to detect
small smounts of the mu phase In & matrix of delta but, because of the
wide variation of color from grain to grain in the mu phase, it was not
possible to ildentify smsll emounts of delta in a matrix of the mu phase.
This difficulty of microscopically identifying small amounts of the
delta phase 1n a matrix of mu was cilrcumvented by the use of an X-rey
method to determine the solubility limit of nickel in the mu phase. In
a plot of the 4 wvalues for one high-angle diffraction line in a series
of mu alloys as a functlion of the nickel content, the solubility limit is
indicated where the slope of the curve becomes zero.

The powders for X-ray analysis were sealed under vacuum in fused-
quartz capsules and annealed at 1200° C for 1/2 hour. The capsules were
then quenched directly into cold tep water. The powders were mounted on
1l- by l-inch cards with a colloidal glue, and a diffraction pattern was
taken in an asymmetrical focusing camera of 20-centimeter dismeter, using
unfiltered chromium radistion at 8 millismperes and 30 kilovolts, Thus,
the identity of the phases present in each homogenized alloy was con-
firmed by X-ray diffraction. However, the X-ray method of identificetion
was found relatively Iinsensitive to small amounts of a second phase,
especislly in slloys having an slphs matrix. This difficulty was sur-
mounted pertially by cereful preparastion of the powder. A large quantity
of f1lings was collected from the specimen to insure obtaining a repre-
sentative sample. The minor phase was generally much more brittle than
the alphe matrix and had a much smaller particle size, It was con-
centrated by sieving the powder to 200 mesh. Only the finest powder
Prom the sample was used to prepsre the X-ray specimen, In handling
this fine powder precautions were necessary in order to avold losing any
of the minor phase. For example, the original filings had to be collected
on & smooth tracing paper or Celluloid, to which the powder will not~
adhere and from which the fine powder may be easily recovered.

An X-ray method of locating three-phase-field corners on the alpha
phase boundary, as described previously by Manly and Beck (reference 1),
was used in this work to supplement the microscopic results. The method
consists of plotting the lattice perameters of the saturated alphs sglloys
as a function of composition., The three-phase-fileld corner is usuaslly
indicated by a rather sharp change in the slope of the curve, The lattice
paerameters for these plots were determined by taking back-reflection dif-
fraction petterns from the surface of microspecimens known to be saturated
alpha. Flat fllm and a collimating system of l-millimeter diameter were
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used. By using unfiltered chromium rediation and a specimen-to-film
distance of 29.54 millimeters, the chromium Ka reflections from the
(220) planes and the chromium KB reflections from the (311) planes of
the alpha phase were recorded. Smooth circles were obtained by rotating
the specimen about an axis parallel to that of the collimating system
but offset from it. The lattice parameter determined from each of these

lines was plotted against cos28(2 cos20 - 1) and extrapolated to 6 = 90°
in order to eliminate systematic errors.

EXPERTMENTAL RESULTS

The experimental data for all alloys investigated are given in
tables III to VI. The 1200° C isothermsl sections for the cobalt-nickel-~
molybdenum, chromium-cobalt-molybdenum, and chromium-nickel-molybdenum
ternary systems and the solubility limits of the alpha phase in the
2.5-, 5-, 10-, and 20-percent-molybdenum guaternary sections, as shown
in figures 1 to 8, were drawn in accordance with these data. The amount
of each phase, as estimated microscopically in the homogenized structure,
is tabulated together with corresponding X-ray diffraction data for each
alloy. The smounts of the phases, corresponding to the phase diagrams,
are also given for comparison. For alloys which were chemically analyzed
the content in acid Insoluble material was determined and found to vary
from nil to a few tenths of 1 percent. The compositions of chemically
analyzed alloys reported in the tables were corrected to 100-percent-
metal content.

Phases

The various pﬁases identified in this investigation and the metal-
lographic characteristics of each phase are described in the following
paragraphs.

Alpha.- The alpha phase, which forms the matrix of most of the
practically important high-temperature alloys, is based on so0lid solutions
of the face-centered cubic elements cobalt and nickel. This phase, being
relatively soft and ductile, was easily hot-forged, and alphe alloys rich
in nickel could be cold-worked to some extent. Reagent 1 was used to
reveal the microstructure of the alphe phase. The structure is typical of
most face-centered cubic solid solutions, showing equiaxed grains and
numerous annealing twins. In alpha alloys containing small amounts of
a second phase a great grain-size contrast was sometimes seen. Such
"quplex" structures undoubtedly occur as a result of the inhibition effect
of small second-phase particles on grain growth (reference 17). On cooling,
pure cobalt 1s known to transform from the face-centered cubic. to the
hexagonal close-packed structure by & martensitic transformetion (refer-
ence 8). 1In cobalt-rich slpha solid solutions the beginning of this
transformation is manifested in the microstructure by the presence of
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striations, as illustrated in figure 9. These transformation striations
were also observed in saturated cobalt-molybdenum and cobalt-chromium alpha
alloys and in quaternary alpha alloys rich in cobalt. Additions beyond
about 15 percent nickel to cobalt-molybdenum and 30 percent nickel to
cobalt-chromium saturated alpha alloys seem to suppress the transformatlon,
as evidenced by the sbsence of striations in the microstructure.

Microspecimens of alloys containing alphe In addition to any other
phases exhibited a pronounced relief effect in the es-polished and
unetched condition, The relief '1s due to the large difference in hard-
ness between alphs and the phases which coexist with it st 1200° ¢. 1In
unetched microspecimens, the alphe phase had & slightly amber or
yellowlsh tint, while the other phases appeared white. Flgure 10 shows
8 banded structure which was observed in alloys consisting of epproximately
equal amounts of the alpha and mu pheses. Figure 11 i1llustrates the
general shape and distrlibution of minor emounts of alphs 1n s matrix
of the sigma phese. This is typlcal of the distribution of minor smounts
of alpha 1n all phases. Alloys which consisted of larger amounts of
alpha coexisting with any of the other phases exhibited microstructures
similar to the one shown in figure 12. Data from e typical X-rsy dif-
fraction pattern of the alpha phase are given in table VII. Evidence
that preferred orientetion may occur in forged snd snnealed slphe alloys
was found in some of the back-reflection pictures taken from the surface
of microspecimens.

Epsilon.- The body-centered cubic epsllon phase at 1200° C is based
on solid solutions of chromium and molybdenum. Within the composition
ranges investigated in this work, the epsilon phase was encountered only
in the chromium-nickel-molybdenum ternary isothermal section where 1t
coexiste with the alpha and sigms phases and in quatermary alloys con-
taining less than about 3 percent molybdenum near the chromium-nickel
slde of the diagram, where it coexists with alpha. When etched and
stained according to procedure 2 the microstructure of the epsilon phase
was clearly revealed. This phase stained a light tan color and, in
this work, a characteristic Widmanst#tten type of precipitate was always
observed in the large equiaxed grains of the epsilon phase, with the
exception ofepsilon coexisting with alphe in alloys near the chromium-
nickel binary side of the disgrem. This Widmsnst&@tten precipitate was
previously found in chromium-rich slloys in the epsilon phase fields of"
both the chromium-cobalt-nickel and the chromium-cobalt-iron ternary
isothermal sections at:1200° C (references 1 and 2) and was identified
in both cases as being the sigms phase. In the present work, too, it
has been concluded that the Widmansté@tten precipitste consists of the
sigma phase., In epsilon alloys very near to the corner of the three-
phase alphas-epsilon-sigma field in the chromium-nickel-molybdenum ternary
isothermal section, the Widmenst@tten precipitate in the epsilon phase is
extremely heavy. (See fig. 13.) The epsilon phase was easily distin-
guished from alpha or sigma, either by the precipitate in epsilon or
by 1ts tan color, when stained (procedure 2), since the alphes phase
remains unstalned end the sigma phase stains to a brilllant color. Fig-
ure 14 is an example of this, where the three phases are seen to coexist.
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This alloy was slightly deformed prior to microscopic exsmination. Note
the severe cracks in the heavily stained sigms and the few cracks in
the lightly stained epsilon. Table VIII gives the data from a typical
X-ray diffraction pattern of the epsilon phase.

Sigma.- The sigma phase is an extremnely brittle intermetallic phase
which, in this investigation, occurred in the 1200° C isothermsl sectiouns
of the chromium-cobalt-molybdenum and chromium-nickel-molybdenum ternary
systems} as well as in chromlum-cobalt-nickel-molybdenum quaternary alloys
containing up to 20 percent molybdenum. The sigma phases in these, as
in other systems, are isomorphous. Recent investigations on single
crystals of the chromium-cobalt and iron-chromium sigms phases have
yielded information showing thet the crystal class of sigma is tetrag-
onal.l Microspecimens from sigma alloys invariably showed cracks as
a result of the brittleness of the phase. Qualitatively, ingots of
chromium-nickel-molybdenum ternary sigma alloys did not seem to be
quite so brittle as chromium-cobalt-molybdenum sigms alloys in that they
did not shatter quite so easily. Ingots of chromium-cobalt-molybdenum
sigmas alloys were so brittle that they shattered when dropped to the
floor. Etching and staining the chromium-nickel-molybdenum ternary
sigma phase was accomplished by following procedure 2. Prolonged etching
brought out faintly the grain boundaries in sigma, as shown in figure 15.
It is interesting to note that, 1in specimens which consisted almost
entirely of the sigms phase, the color of the stain on sigma was very
light, whereas masslve particles of sigma in a matrix of some other
phase always stained a brilliant color., The reason for this is not
clearly understood. In the two-phase sigma-plus-P field of the chromium-
nickel-molybdenum system at 1200° C, the grains of these two phases were
very intimately arranged so that grain boundaries seemed to correspond
to phase boundaries. This is illustrated in figure 16. The microstructure
of chromium-cobalt-molybdenum alloys in which the sigma phase coexisted
with minor amounts of the alpha or R phases was best revealed by etching
and staining, as outlined in procedure 3. The grain boundaries of the
sigms phase were not sttacked, but a scattered Widmanst&#tten precipitate
was sometimes brought out. (See fig. 17.) The identity of this pre-
cipltate is not known.

Sigma coexists with the alpha, epsilon, and R phases 1in randomly
distributed particles and with the epsilon phase in some cases as s
Widmanstdtten precipitate. Small particles of the sigma phase which
precipitated along the grain boundaries from a supersaturated chromium-
cobalt-molybdenum alpha alloy are shown in figure 18. Etching pro-
cedure 3 was used; consequently, the structure of the alphs was not
revealed., Data from typical X-ray diffraction patterns of the chromium-~
nickel-molybdenum and chromium-cobalt-molybdenum sigma phases are listed
in table IX, It is seen from a comparison of the two patterns that
these sigma phases are isomorphous.

lReference 18; also private communication from Messrs. J. S. Kasper,
B, F. Decker, and J. R. Belanger, General Electric Research Lsboratory.
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Delta.- Solid solutions based on the nickel-molybdenum delta phase
are formed in the 1200° C isothermal sections of the chromium-nickel-
molybdenum and cobalt-nickel-molybdenum ternary systems. The crystal ¢
structure of the delts phase is not known. This phase 1s hsrd and
brittle, although not neerly so brittle as the sigma phase. Ingots of
alloys consisting mainly of the delta phase could not be broken by a
sharp blow with a hammer, Fine cracks were sometimes seen in the micro-
structure, which was revealed by etching procedure 4, These cracks
probably origineted during the preliminary grinding of the microspecimen.
Figure 19 is a photomicrograph of an alloy of delta with minor amounts
of alpha and mu. This specimeh was etched and stained according to pro-
cedure 4. Note the large grains of delta and the much smaller greins
of mu which are stained to various colors and exhibit occaslonal tiny
annealing twins., The alpha particles are slightly roughened but
remained unstalned and appear white. As the amount of the mu phase
coexisting with delta increases, 1t becomes increasingly difficult to
distinguish between the two phases. In chromium-nickel-molybdenum
alloys consisting largely of delta, no difficulty was experlenced in
differentlating between the delta and P phases. Small particles of—the
P phase in & matrix of delta are shown in _figure 20. Dgtas from a
typicel X-ray diffraction patiern of the delta phase are listed in
table X.

Mu.- In the present work, solid soclutions based on the intermediate
cobalt-molybdenum epsilon phase were renamed mu to avold contradictions -
in the nomenclature. This phase occurs in the 1200° C isothermal sec-
tions of the chrpmium-cobalt-molybdenum and cobalt-nickel-molybdenum
ternary systems. The mu phase also coexists with alpha in chromium-cobalt-
nickel-molybdenum queternary alloys from at least 17 to 20 percent molyb-
denum near the cobalt-nickel side of the diagram. The crystal structure
of the mu phase can be described as hexagonal or rhombohedral (reference 11).
This phase is isomorphous wlth the corresponding intermediste phase in the
iron-molybdenum, iron-tungsten, and cobalt-tungsten binary systems (refer-
ence 11). Ingots of mu alloys displayed physical characteristics similar
to those of ingots of delta alloys. A macrostructure was generally
visible, without etching, on the surface of the ingots. The macrostruc-
ture was elther granular or dendritic in nature. No relief effect was
observed in as-polished and unetched microspecimens containing minor
amounts of the delta or R phases in a matrix of mu, indiceting that
these phases have nearly the same hardness. In attempting to reveal
clearly the microstructure of the mu phase it was found that large areas
throughout—the specimen were preferentially attacked, giving orne the
impression that the alloy contalned two phases when actually there was
only one. (This was proved repeetedly by careful X-ray diffraction
studies.) After experimenting with various etching techniques, all with .
the same result, it was concluded thet the preferentisl attack is an
orientation effect. Figure 21 shows the structure of a typicael mu =alloy.

This specimen was etched according to procedure 4 but omitting the stain, -
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The mu phase coexists with the delta and R phases in rendomly dis-
tributed particles. A banded structure in alloys of mu plus alphas has
been discussed and illustrated previously in figure 10. Table XI gives
the dats from & typical X-ray diffraction pattern of the mu phese,

P phaese.- The P phase was discovered in the 1200° C isothermal sec-
tion of the chromium-nickel-molybdenum ternary system. This phase 1is
not known to occur in any of the three binary systems at any temperature.
The crystal structure of the P phase was not determined. Alloys of P
were hard and brittle, having much the same physical characteristics as
alloys of the chromium-nickel-molybdenum ternary sigme phase. Numerous
cracks were observed in the micrositructure, which was very similar to
that of the ternary sigma phase. Grain boundaries in the P phase were
attacked when etched by procedure 2, and this etchant also produced
stain colors varying from green to red and orange. Because of the
similarity in microstructures and steining characteristics of the P and
sigme phases, it was difficult to distinguish between them microscopically.
In figure 22, minor amounts of sigma and P are seen in'an alpha matrix.
Sigma is stained darker than P, but the contrast is slight. Small par-
ticles of the delta or alpha phases could easily be identified in a
matrix of the P phase, Data from a typical X-ray diffraction pattern
of the P phase are given in table XII.

R phase.- The R phase was discovered in the 1200° ¢ isothermal sec-
tion of the chromium~cobalt-molybdenum ternary system. The crystal
structure of the R phase was not determined. Ingots of alloys which
consisted of the R phase had about the same physical characteristics as
delta and mu alloy ingots. When etched and stained according to pro-
cedure 3, the R phase was unattacked but stalned yellow to rusty brown.
Small quantities of the sigma, mu, or alpha phases 1n & matrix of R
were easily identified microscopically., Figure 23 shows alpha and a few
particles of the sigme phase in a matrix of the R phase. The sigms par-
ticles were stained but not so clearly delineated as unstained alpha
paerticles, The contrast achieved by procedure 3 is further illustrated
in figure 24, where larger amounts of alpha and sigma coexist in a
matrix of the R phase. Dsta from z typical X-ray diffraction pattern
of the R phase are presented in table XITII.

Impurity phases.- Three main impurity phases were observed in the
microstructures of alloys investigated in this work. Metallic-oxide
inclusions (mostly chromium oxide) were present in the alloys in varying
amounts, Chromium-rich epsilon alloys showed the highest number of
oxide inclusions, while alloys rich in nickel and molybdenum showed the
least. Metallic-oxide inclusions are easily recognized in as-polished
and unetched microstructures. They are generally unattacked by etchants.
Chromium-oxide particles are visible in figure 13 which is an epsilon
alloy etched to bring out the Widmasnst&tten precipitate of sigma.
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Another impurity phese appesred in some alloys which were melted in
zirconia or stabilized zirconila crucibles. The amount of thils impurity
phase was observed to be especially high in an alloy which had been
slightly overheated during melting in a stabilized zirconia crucible,
The specimen had been forged and homogenized at 1200° ¢ for 48 hours.
The mlcrostructure showed small amounts of-sigma second phase associlsted
with a dark etching phase in a network outlining the greins of alpha,
suggesting a eutectic origin. This structure is illustrated in fig-
ure 25. This alloy was anslyzed by quantitative spectrographic analysis
and was found to contsin more than 1.00 percent zirconium. It was con-
cluded thet the impurity phase resulted from the reaction between the
molybdenum-containing liquid metal and the crucible.

Minute amounts of a bright yellow Impurity phase were found in all
alloys which were melted in zilrconia or stabllized zirconia crucibles.
It is believed that thils impurity, too, resulted from zirconium pickup
by the slloy. Spectrographic analysis of an alloy melted in an Alundum
crucible revealed no aluminum plickup. Microscopic observetion did not
show any impurity connected with aluminum in eny alloy melted in an
Alundum crucible. All glloys in the .latter part of this work were
melted in Alundum crucibles.

Phase Diagrams

The various phase diagrams determined in the present work are
described 1n the following peragrephs.

Cobalt=nickel-molybdenum ternary system at 1200° C.- The 1200° C
isothermel section of the cobalt-nickel-molybdenum ternary system, &s
drawn from alloy dats listed in table III, is presented in figure 1.
For convenience, the sasme diagram with the alloy compositions indicated
1s shown in figure 2. Within the composition ranges investigated, only
solid solutions of the phases known from the binary systems were found;
no ternary pheses occur. About two-thirds of the diagram is covered
by the alpha phase field and the two-phase alphe-plus-mu field. The
mu phase field penetrates deep into the termary isothermal section,
roughly parallel to the cobalt-nickel side., Limited solid sclutions of
delta coexist with the mu and alpha phases in two narrow two-phase fields.
Alpha, delta, and mu coexist in a three-phase field pointing toward the
nickel corner of the diagram,

The face-centered cubic solid solutions based on the cobalt-nickel
slpha phase extend to 36 percent molybdenum on the nickel-molybdenum
side and to 22.5 percent molybdenum on the cobalt-molybdenum side of
the diagrem. This 1s in good agreement with the published nickel-
molybdenum and cobalt-molybdenum binasry systems. The solubility limit
of the alpha phase in the ternary isothermsl section is slightly concave,
running from the cobelt-molybdenum side to the corner of the three-phase
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alpha-delta-mu field (point 10, fig. 1), and almost a straight line from
the corner of the three-phase field to the nickel-molybdenum binary
diagram. The corner of the three-phase fleld on the alphs boundary
(point 10, fig. 1) is placed at 10 percent cobalt, 35 percent molybdenum,
and 55 percent nickel. This point was located by combined microscopic
and X-ray data. Alloy 627 contained very small amounts of both the
delta and mu phases, In order to check the microscopic findings, the
lattice perameters of saturated alpha alloys along the boundary were
plotted as a function of cobalt content. The corner of the three-phase
field is usually indicated by a sudden change in the slope of the
parameter curve. This plot is presented in figure 26 from data listed
in table XIV. It is evident from figure 26 that the general effect of
cobalt going into solid solution in the saturated nickel-molybdenum
alpha phase is to contract the lattice., Unfortunately, however, there
were not enough points on the parameter curve to locate the cusp
accurately. The point at which the parameter curve suddenly changes
slope was definitely located by determining the parameter of the alpha
which coexists in the three-phase field. Since the composition of the
alpha is constant anywhere in the three-phase fileld, the lattice param-
eter is also constant. The composition corresponding to this point on
the parameter curve (point 10, fig. 26) gives the location of the three-
phase-field corner, Within the limlts of experimental accuracy, this
point lies between 9.50 and 10.50 percent cobalt. This result is in
excellent egreement with the microscopic findings. Tests were made on
the reproducibility of parameter messurements on the seme alloy., The
lattice parameter of an elpha alloy which gave diffraction rings that
were particularly difficult to resd (intensity maximums due to pre-
ferred orientation) was determined from five different films, each one
taken after replacing the specimen on the camerse. The maximum varia-
tion in these five measurements was 0,001 kX unit. A similar check on
an alloy which produced sharp, smooth diffraction rings gave & maximum
variation in five meassurements of only 0.0003 kX unit.

In alloy LOT7 a large discrepancy was found between the intended
melted analysis and the reported chemical anslysis. Both analyses are
reported in table ITII. The reported chemical analysis, however, moves
the location of the elloy almost parsllel to the alpha boundary so
that the course of the boundary is not changed. The intended analysis
i1s plotted 1n figure 2.

Solid solutions based on the mu phase extend to at least 24 percent
nickel (point 11, fig. 1) in the cobalt-nickel-molybdenum 1200° C iso-
thermal ternaery section. This was confirmed by X-ray investigation.

As nickel goes into solid solution, the lattice of the mu phase expands
gradually, becoming constant in the two-phase delta-plus-mu field and

in the three-phase field. The 4 values for a high-angle X-ray line in
a series of mu alloys were plotted as a function of nickel content, as
shown in figure 27. The solubility limit is indicated at 24 percent
nickel (point 11, Pig. 27). The d values for the same line in patterns
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of mu for alloys located in the three-phase field were determined as a
further check. As seen from the data given In table XV, the agreement
was good. -

The alphs and mu phases coexist in & large two-phase fileld extending
from the cobalt-molybdenum side of the diagram to the corners of the
three-phase field on the alpha and mu phase boundarles. The corner of
the ~three-phase field on the mu phase boundary (point 11, fig. 1) is
placed at 17 percent—cobalt, 24 percent nickel, and 59 percent molybdenum.

The two-phase mu-plus-delta field 1s a narrow field between the ends:
of the mu and delta phases.

The delta phase extends to only 6.5 percent cobalt in the isothermal
section and coexists with-alpha in 8 two-phase field which extends from
the nickel-molybdenum side of the diagram to the corners of the three-
rhese field on the alpha and delta phase boundaries. The corner of the
three-phase field on the delta phase boundary (point 12, fig. 1) was
found to be at 6.5 pércent cobalt, 33.5 percent nickel, and 60 percent
molybdenun.

The composition range of the three-phase slpha-delta-mu field is
outlined by the three corners (points 10, 11, and 12, fig, 1) given
above, The obtuse angle of this triangular field is at the delta cormer.

Chromium-cobalt-molybdenum ternary system at 1200° C.- Figure 3 is
the 1200° C isothermal section of the chromium-cobalt-molybdenum ternary
system, drawn in accordaence with the alloy data listed in table IV. The
same dilesgram is presented in figure 4 with alloy compositions indicated.
In addition to solid solutions of the phases known from the binary
systems, a new vernary phase, not known in any of the binsry systems,
was discovered. This new ternary phase was designated as the R phase.
So1id solutions of the face-céntered cubic slpha phase surround the
cobalt corner of the diagram. The chromlium-cobalt sigma phase extends
approximately halfway across the isothermsl section in a field roughly
parallel to the chromium-molybdenum slde of the dlagram, and solid
solutions based on the cobalt-molybdenum mu phase occur in a small field,
also approximately parallel to the chromium-molybdenum side. The
R phase field is located between the ends of the sigma and mu phase
fields. The extension of the mu end R phase fields in the direction
perallel to the cobalt-molybdenum side of the diagrem was not investi-
gated in detail, Alpha coexists with the sigma and mu phases in two
wide two-phase fields end with the R phase in a long, narrow two-phase
field. The R phase c¢dexists with the sigme and mu phases in two narrow
two-phase fields. The alpha, sigma, and R phases coexist—in a three-
Phase field between the alpha-sigma snd alpha-R two-phase fields.

Alpha, R, and mu coexist in a three-phase field between the two-phase
fields of alphas and R and ofalpha and mu.
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The solubility of chromium in cobalt at 1200° C was determined by
Manly end Beck (reference 1) at 34 percent. In the present work, the
solubility of molybdenum in cobalt was found to be 22.5 percent. This
value 1s spproximestely 1.00 percent lower then that indicated by the
cobalt-molybdenum diagram reported by Sykes and Greff (reference 7).

The difference is of the order of magnitude of experimental error. The
alpha phase boundary in the 1200° C- isothermal ternary section is a
convex curve from the chromium-cobalt binary to the corner of the three-
phase alpha-sigme-R field (point 13, fig. 3) and almost a straight line
from the cobalt-molybdenum binary to the cormer of the alpha-sigma-R
three-phase field, There is a slight cusp on the alpha boundary at the
corner of the three-phase alpha-R-mu field (point 16, fig. 3). The
alpha-sigma-R three-phase-field cormer (point 13, fig. 3) 1s placed at
21.0 percent chromium, 66 percent cobalt, and 13 percent molybdenum,
while the corner of the alpha-R-mu three-phase field (point 16, fig. 3)
is at 16 percent chromium, 69 percent cobalt, and 15 percent molybdenum.
In figure 28, the lattice parameters of sestursted alpha slloys along

the alphs phase boundary are plotted as a function of chromium content.
Data for this plot are given in table XVI. The three-phase-field corners
on the alpha phase boundery are clearly indicated by sharp bresaks in the
parameter curve. The bresks occur at spproximately 14.5 and 21.0 percent
chromium (points 13 and 16, fig. 28) which agrees well with the micro-
scopic work. (The reason for the sudden decreasse and increase in param-
eters st the corners is explained under Discussion.)

The sigma phase field is a narrow band, from 40 to 45 percent cobalt,
which penetrates to & maximum of 31 percent molybdenum in the 1200° C iso-
thermal ternary section. The corner of the three-phase alpha-sigma-R
field on the sigma phase boundary (point 14, fig. 3) is at 25 percent
chromium, 46.5 percent cobalt, and 28.5 percent molybdenum. Evidence
was found in the microstructure of alloy 531 that another three-phase-
field corner occurs on the sigma phsse boundary at spproximately 27 per-
cent chromium, 42 percent cobalt, and 31 percent molybdenum. This may
be a corner of a three-phase sigmu-epsilon-R field. It was observed
from X-rey diffraction patterns of the sigms phase that the lattice
expands as the amount of molybdenum in solid solution increases., No
quantitative plot of d values against composition was made to check the
solubility 1limit, however, because the end of the sigms phase field was
easily located by microscopic means,

The two-phase alpha-plus-sigms field extends from the chromium-
cobalt side of the dlagram to the corners of the three-phase alpha-
sigma-R field on the alpha and sigms phase boundaries.

The third corner of the alpha~sigma-R three-phase field (point 15,
fig. 3) is on the boundary of the R phase at 18 percent chromium,

4 percent cobalt, and 38 percent molybdenum. The obtuse angle in
this triangular field is at the sigma corner.
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The solubility limits of the R phase in the direction parallel to
the chromium-molybdenum side ofjﬁhe diagram were located at approximately
14.5 and 19.5 percent chromium. The alpha-R-mu three-phase-field cormer
on the R boundary (point 17, fig. 3) is placed at 13.5 percent chromlum,
4k percent cobalt, and 42.5 percent molybdenum. The other corner of
this very narrow three-phase fleld (point 18, fig. 3) is on the boundaxry
of the mu phase at 9.5 percent chromium, 42.5 percent cobalt, and 48 per-
cent molybdenum. The obtuse angle in this triangulsr field is at the
corner on the R phase boundary.

The alpha-plus-R two-phase field 1s loceted between the three-phase
fields of slpha, sigma, and R and of alpha, R, and mu,

The mu phase takes a maximum of approximately 11 percent chromium
into so0lid solution and coexists with alpha in a large two-phase field
extending from the cobalt=molybdenum binary to the corners of-the three-
phase alpha-R-mu field on the alpha and mu phase boundaries.

Chromium-nickel-molybdenum ternary system at 1200° C.- The 1200° C
isothermal sectlion of the chromium-nickel-molybdenum bternary system was
drawn from data given in table.V and is presented in figure 5. The
same diagram with the alloy compositions indicated 1s shown in figure 6.
Beside the phases known from the binary systems  two new ternary phases
were found to occur in the composition ranges investigated. One of
these ternary phsses has the familisr sigma structure and was, therefore,
designated sigma. The crystal structure of the other new ternsry phase,
designated as the P phase, 1s unknown. About three-quarters of the
area of the diasgram, within the range of compositions investigated, is
covered by solild solutions of the alpha phase around the nickel corner
and by two-phase fields and three-phase fields in which alpha coexists
with the epsilon, sigme, P, and delta phases. The large two-phase
flelds of alpha and sigma and of alpha and P are separsted by a very
narrow three-phase alpha-sigms-P field. A narrow three-phase alpha-P-
delta field lies between the alpha-P and alpha-delta two-phase fields.
The alphe end epsilon phases coexist in a two-phase fleld along the
chromium-nickel side of the diagram. The three-phase alpha-sigme-epsilon
field, which separates the alpha-epsilon and alpha-sigma two-phase fields,
is relatively large in compsrison with the other three-phase fields. The
ternary slgme phase coexists with epsilon and P in 2 _two-phase filelds.
Delta and P coexist In & small two-phase fleld.

At 1200° C, solid solutions of face-centered cubic nickel in the
chromium-nickel binery system extend to 57.5 percent chromium and in
the nickel-molybdenum binary system, to 36 percent molybdemum, The
alpha phase boundary in the ternary isothermel section has a sharp peak
at the alpha corner of the three-phase alpha-epsilon-sigma field
(point 19, fig. 5). This point was located by microscopic means at
43 percent chromium, 53.5 percent nickel, and 3.5 percent molybdenum,
Except for a slight cusp at the alpha corner of the other three-phase



NACA TN 2683 . 19

fields (points 22 and 25, fig. 5), the alpha boundary is fairly straight
from the nickel-molybdenum binary to the alpha corner of the three-phase.
alpha-epsilon-sigma fleld., From data listed in table XVII, the lattice
parameters of saturated glpha alloys along the alpha boundary were
plotted in figure 29 as a function of chromium content. The alpha-
epsilon-sigma three-phase-field corner on the alpha boundary (point 19,
fig. 5) is very clearly indicated at about 43 percent chromium by the
drastic break in the curve (point 19, fig. 29). The curve is almost
vertical beyond this point because the chromium content of saturated
alpha coexisting with the epsilon phase varies between only 43 and

42.5 percent. The break in the parameter curve at 23 percent chromium
(point 22, fig. 29), though not so drastic, is slso in good agreement
with the locetion of the three-phase alpha-sigma-P field corner (point 22,
fig. 5) from microscopic findings. The alpha corner of the three-phase
alpha-P-delta field (point 25, fig. 5) is not manifested by a pronocunced
cusp and is almost imperceptible. This point was located at 6 percent
chromium, 61.5 percent nickel, and 32.5 percent molybdenum by carefully
determining the boundaries of the three-phase alpha-P-delta fileld.
Extrapoleted segments of the parameter curve indicate a bresk at approxi-
mately T.5 percent chromium (point 25, fig. 29), in fair agreement with
the above observations.

The epsilon boundary was determined only along the two-phase alpha-
epsilon field. This boundary extends from the chromium-nickel side of
the diagram to the epsilon corner of the three-phase alpha-epsilon-sigma
field (point 20, fig. 5). As shown in figure 5, alpha, epsilon, and
sigms coexist in a three-phase field whose boundaries are as follows:
The alpha corner (point 19, fig. 5) at 43 percent chromium, 53.5 percent
nickel, and 3.5 percent molybdenum; the sigma corner (point 21, fig. 5)
.at 49 percent chromium, 28 percent nickel, and 23 percent. molybdenum;
and the epsilon corner (point 20, fig. 5) at 60 percent chromium,

29.5 percent nickel, and 10.5 percent molybdenum,

The sigms phase fleld 1s approximately parsllel to the chromium-
molybdenum side of the diagram, comprising a range of about 23 to
49 percent chromium. As molybdenum replaces chromium in the sigma
structure, the lattice expands. This is clearly illustrated in fig-
ure 30, which was plotted from the data given in table XVIII. The varia-
tion of one high-angle d value for a series of saturatgd sigma alloys
along both sides of the sigma fleld is shown as a function of chromium
content. The two curves meet at approximately 48 percent chromium
(point 21, fig. 30), corresponding closely to the sigma cormer of the
three-phase alpha-epsilon-sigma field (point 21, fig. 5).

Solid solutions of the new ternary P phase exist between 8 and
19 percent chromium, The two-phase fields of P and sigma and of P and
delta are very narrow, each one extending over a range of only about
4 percent chromium.
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The corners of the three-phase alpha-sigma-P fleld are located at
the following points: The alpha corner (point 22, fig. 5) at 23 percent
chromium, 57.5 percent nickel, and 13.5 percent moiybdenum, the sigma
corner (point 23, fig. 5) at 22 percent chromium, 31 percent nickel,
and 47 percent molybdenum; and the P corher (point 24, fig. 5) at-

19 percent chromium, 32.5 percent nickel, and 48.5 percent‘molybdenum.

At 1200° ¢, the nickel-molybdenum delta phase dissolves only about
4 percent chromium, This phase coexists with alphe in & long, narrow,
almost rectangular two-phase fleld slong the nickel-molybdenum binary
system.

The boundaries of the extremely narrow three-phase alpha-P-delta
field are located by the following points: The alpha corner (point 25,
fig. 5), as described above; the P corner (point 26, fig. 5) at 8 per-
cent chromium, 34,5 percent nickel, and 57.5 percent molybdenum; and
the delta corner (point 27, fig. 5) at 4.percent—chromium, 37.5 percent
nickel, and 58.5 percent molybdenum.

Some discrepesncies were noted in a few alloys of chromium, nickel,
and molybdenum near the three-phase aslpha-epsilon-sigma field. The
microstructure of alloys U475, 569, and 597 showed only two phases,
alpha and sigma, although, according to the Intended compositions of
these glloys, they should contaln three phases, Chemical gnslysis of
these alloys moved 569 and 597 into ‘the two-phese alpha-sigma field,
thus removing the discrepancy for these two alloys. Alloy 475, however,
still remeined in the three-phase alpha-epsilon-sigma field. In drawing
the phase boundary between the two-phase alpha-sigma and the three-phase
alpha-epsilon-sigma flelds, alloy 475 was neglected, The microstructure
of alloy 640 showed small amounts of the epsilon phase. The chemical
analysis of this alloy, however, would place it in the sigme phase field.
Both the melted and chemical analyses are given in table V, but the
intended meltéd analysis is plotted in figure 6. Alloys 598 and 600
conteined more sigma than would be expected from the phase diagram.

This is probably a result of the difficulty in obtaining equilibrium in
chromium-rich alloys.

Small amounts of a phase not explainable from the phase diasgram
were observed in alloys 622 and h#?. The identity of this phase is not~
known. It may have resulted from nonequilibrium or segregation. Small
particles of this unknown phase are shown in figure 31, where second-
phase particles of alpha in a sigma matrix are also seen.

Alphs boundaries in constant molybdenum sections of chromium-cobalt-
nickel-molybdenum guaternary'system at 1200° C.- Figure T 18 a 1200° C
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isothermal diagram in which the alphe phase boundaries for the-2.5-, 5-,
10-, and 20-percent-molybdenum sections through the chromium-cobalt-
nickel-molybdenum qusternary system are plotted. Figure 8 is the same
diagram with the alloy compositions from table VI indicated.

At constant temperature, a quaternary phase diagram is represented
by a tetrahedron, each corner point of which corresponds to 100 percent
of one component. The four faces of the tetrahedron, then, are iso-
thermal sections of four ternary systems, and the six edges are iso-
thermal binary sections. In the chromium-cobalt-nickel-molybdenum
quaternary system at 1200° C, sections of constant molybdenum content
are triangular sections through the tetrshedron parallel to the
chromium-nickel~-cobalt face. As the amount of molybdenum incresses,
the size of the equilateral triasngle becomes smasller. Because of this
change in size, these sections ctannot be superimposed upon each other
for the purpose of showing, in a two-dimensional diagrem, the limits of
a phase 1n the guaternary system, In order to facilitete the diagrammastic
presentation of results and to allow direct comparison of the effect of
increasing molybdenum content, on the alphas boundary, the following
method was used: Each section of constant molybdenum content was pro-
Jected onto the chromium-cobalt-nickel ternary isothermsl section by
using the molybdenum corner of the tetrahedron as the center of pro-
Jjection, This projection may be accomplished arithmetically by
increasing proportionately the percentages of chromium, cobalt, and
nickel in the quaternary composition to add up to 100 percent and then
plotting quaternary compositions as if they were ternary chromium-cobali-
nickel compositions. The correction factor for each section is the
inverted fraction of the total amount of chromium, cobaslt, and nickel
in the gquaternary composition. For example, in & quaternary aslloy con-
taining 20 percent molybdenum, 10 percent chromium, 10 percent cobalt,
and 60 percent nickel, the chromium, cobalt, and nickel represent eight-
tenths of the total composition. Multiplying the quaternary percentages
of chromium, cobalt, and nickel by the inverted fraction, that is, 10/8,
gives the projection of this quaternary point on the chromium-cobalt-
nickel ternery diagram, While the molybdenum content of alloys used
to fix the alpha boundaries was actually never exactly 2.5, 5, 10, or
20 percent, the corresponding bounderies were corrected by factors of
10/9.75, 10/9.5, 10/9, and 10/8, respectively. The results are shown
in Tigure 7, using this method of plotting. An alternative method was
used in figure 32 where the asctusl solubility of chromium in the slpha
phase et the various constant molybdenum levels is plotted as a function
of actual cobalt content., The data for these curves were interpolated
from figure T and are tabulated in table XIX. The alpha.phase boundary
in the 1200° C isothermal section of the chromium-cobalt-nickel ternary
system was determined by Manly and Beck (reference 1) and is included
for comparison.
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As seen from figures T and 32, increasing the molybdenum content
decreases the solubility of chromium in the alpha phase, thereby
decreasing the extent of the-alpha field at-1200° C, At—the chromium-
nickel side of the diagram, the solubility of chromium in alphs first
increases slightly end then raepldly decreases beyond about 5 percent
molybdenum,

No gttempt was made to 1dentify the phases which coexist with the
alpba phase in the quaternary system, but some general statements can
be made from observations of the chromium-cobalt-molybdenum and
chromium-nickel-molybdenum ternary systems at 1200° C. On the chromium-
cobalt side of the diagram, the sigme phase coexists with alpha from O
to approximstely 12.5 percent molybdenum, Between 12.5 and approximately
16 percent molybdenum, the ternary R phase coexists with the alpha phase
gt the chromium-cobalt side of the diagram. Above 16 percent molybdenum,
the mu phase coexists with alpha. On the chromium-nickel side of the
diagrem, the alpha phase coexists with epsilon from O to approximately
3 percent molybdenum and with the ternary sigme phase between 3 and
about 19 percent molybdenum. The ternsry P phase coexists with alpha on
the chromium-nickel side between 19 and 33 percent molybdepum., The delta
and quaternary slphe phases coexlst over very limited composition ranges,
above 33 percent molybdemum. It is not known whether the chromium-
cobalt-molybdenum and chromium-nickel-molybdenum sigms phases form an
uninterrupted series of s0lid sclutions through the quaternary system
at 1200° C, although there is some basis for expecting it. Thie is
treated undexr Discussion,

In the 2.5-, 5-, and 10-percent=molybdenum alpha boundaries, no
sharp breaks were found from the metallogrsphic datas, and X-ray parameter
plots are not available to check this, However, in figure 32, there is
some Indicetlion of a cusp on the 2.5 and 5 percent alpha boundaries at
approximately 20 percent actusl cobalt gontent. Evidence of two corners
on the 20-percent-molybdenum alpha phase boundaery was found, one being
at approximately 61 percent actual cobalt content (point—28, fig. 32)
end the other, at approximetely 24 percent actuasl cobalt content
(point 29, fig. 32). The lattice parsmeters of saturated alpha alloys
along this boundary were plotted as a function of actual cobalt content
in figure 33. The data for this plot are given in table XX. Two dis-
tinct breaks occur In the curve of parameter against composition at
epproximately 24 and 62 percent actual cobalt content—(points 28 and 29,
fig. 33)., This is in good agreement with the microscopic results.

DISCUSSION

In view of—the fact that the face-centered cubic (alpha) solid solu-
tions form the matrix of almost all practically useful high-temperature
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alloys, the extent of the slpha phase field in the chromium-cobalt-
nickel-molybdenum quaternsry system and in the four adjoining termary
systems at 1200° C is of great interest. The slpha phase field in the
1200° C isothermal section of the chromium-cobelt-nickel ternsry system
was shown previously to be very broad (reference 1). In the cobalt-
nickel-molybdenum ternary system, also, the alpha phase field is quite
lerge. As the cobalt content increases, the solubility of molybdenum
in the alpha phase decreases from 36 percent in the nickel-molybdenum
binary system at 1200° C to 22.5 percent molybdenum in the cobalt-
molybdenum system., Both the delta and mu phases, which coexist with
alpha in the cobalt-nickel-molybdenum ternary system at 1200° C, are very
hard, although their presence in alpha alloys does not appear to have
nearly so drastic an effect on toughness as that of the sigma phase,

Solid solutions of the alpha phase surround the cobalt corner of
the chromium-cobalt-molybdenum ternary isothermal section and the nickel
corner of the chromium-nickel-molybdenum ternary isothermal section.

In both of these systems, the extent of the alpha phase field is small

in comparison with the chromium-~cobalt-nickel and the cobalt-nickel-
molybdenum alpha flelds. It 1ls interesting to note that in the chromium-
nickel-molybdenum isothermal section the sigma phase coexists with alpha
gbove 3.5 percent molybdenum. The fect that the brittle sigma phase

may precipitate out of supersaturated alpha containing more than 3.5 per-
cent molybdenum is of great practlical importance, since considerable
amounts of the sigma phase may seriously impair the forging character-
istics of alpha alloys.

In the chromium-cobalt-nickel-molybdenum quaternary system, the
extent of the alpha phase field st 1200° ¢ becomes smaller as the
molybdenum content increases. In quaternary slloys sbove 36 percent
molybdenum, alpha probably does not occur in a single phase field,
although it coexists with other phases up to approximately 61 percent
molybdenum,

Some interesting features weré observed in the varistion of lattice
parameter of alpha with composition. Teylor (reference 19) has shown
that the general effect of increasing cobalt content in nickel-cobalt
binary alloys is to increase the lattice parameter of the alpha phase.
Figure 26 shows that the lattice parameter of saturated nickel-
molybdenum alphas decregses with increasing cobalt content. Also, from
figure 33, along the alphs boundary in the 20-percent constant-
molybdenum quaternary section, the lattice parasmeter agein decreases
with increasing cobalt content. Molybdenum going into binary solid
solution increases the lattice®parameter of both nickel and cobalt.
Although nickel "itself has a smaller &8, <Than cobalt, the lattice

parameter of saturated nickel-molybdenum alpha is larger than that of
saturated cobalt-molybdenum alphe. Apparently, chromium hes the same
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general effect as molybdenum. The peculiar variation of the lattice
parameter along the alpha boundary in the 1200° C isothermal section of
the chromium-cobalt-molybdenum ternsry system (fig. 28) mey be inter- <
preted as shown in figure 34, which is a schematic sketch of-the ternary
section with 1soparameter lines drawn in the alpha phase fleld. The
decrease of lattice peraméter beyond the corner of the three-phase alpha-
sigma-R field results from the intersection of lower and lower iscopsram-
eter lines with the alpha phasse boundary. At the alpha-R-mu three-
phase-field corner, the lattice parameter reaches a minimum value, and
beyond this point the alpha boundary agaln intersects successlvely
higher isoparemeter curves until the cobalt-molybdenum side of the
dilagram is reached.

The accuracy of the location of the alphs phase boundaries is esti-
meted to about *1 percent-of any component. Chemical analysis on all
definitive boundary slloys gave generally good correlation with intended
compositions. Any large discrepaencies were usually found to be errors
in chemical analysis, slthough, in some instances referred to in the
description of results, the alloy compositions appeared to be in fact
different from the intended compositiocns.

The occurrence of the brittle intermetallic sigma phase in alloy
systems involving the transition elements i1s interesting from both the
fundamental snd practical viewpoints., The presence of sigma, even in
small emounts, in high-temperature alloys is undesirable because of the
brittleness which it imparts to alloys. The composition ranges over
which sigma exists are, therefore, important. In the cobalt=nickel-
molybdenum ternary system at-1200° C the sigma phase does not occur,
However, solid solutions of the chromium-cobalt sigma phase penetrate
deep into the 12009 C isothermsl section of-the chromium-cobalt-
molybdenum terpery system, and in this system sigmas coexists with alpha
below 13 percent molybdenum (fig. 3). In the present investigation,

a ternary sigma phase was found in the 1200° C isothermal section of _
the chromium-nickel-molybdenum ternary system. The gigms phase in this

system was also found independently by Putman, Grant, and Bloom (refer-

ence 20). In a discussion of their paper, Beck (reference 20) presented

a tentative dlagram for the chromium-nickel-molybdenum ternary system

et 1200° ¢. This disgram was refined in the present investigstion and

is presented in figure 5. At 1200° C, the sigme phase coexists with

elphe in chromium-nickel-molybdenum glloys containing from 3.5 to

19 percent molybdenum.

The sigma phsses in the chromium-cobslt-molybdenum and chromium-
nickel-molybdenum ternary systems may form a continuous series of solid
solutions in the chromium-cobalt=nickel-molybdenum quaternary system
at 1200° ¢. If such quaternary sigme solid solutions do occur, the
sigma phase might very likely coexist—with alpha in the 1200° C iso-
thermal queternary sectlon over wide ranges of the alpha phase boundary .
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in alloys containing 3.5 to 13 percent molybdenum, Some indication

that the sigma phases do form an uninterrupted series of quaternary
80l1id solutions is found in the 1lO-percent-constant-molybdenum section.
The alpha boundery in this section has no pronounced bresk suggestive
of a three-phase-fleld corner, and sigma does coexist with alpha at
both ends of the phase boundary.

The shape and location of the sigms phase field in the chromium-
cobalt-molybdenum and chromium-nickel-molybdenum isothernal sections
give further support to the previous observation (reference 15) that
atoms of transition elements having the same crystal structure can
substitute for each other in the formation of the sigma phase. In the
chromium-cobalt-molybdenum isothermal section (fig. 3) the sigma phase
field extends in a direction parallel to the chromium-molybdenum side
of the diagram, and epproximately half of the chromium is replaced by
molybdenum. Again in the chromium-nickel-molybdenum ternsry isothermal
section (fig. 5), the ternary sigma phase occurs in a long, narrow field
parallel to the chromium-molybdenum side of the disgram. In these two
systems, body-centered cubic transition elements are substituting for
each other. In the chromium-cobalt-nickel ternary system at 1200° C,
the sigma phase field is parallel to the cobalt-nickel side of the
disgram, indicating that nickel is replacing cobalt (both face-centered
cubic) while the chromium content remains essentially unchanged
(references 1 and 15).

As the molybdenum content of the sigms phase increases, the lattice
expends in both the chromium-cobalt-molybdenum and the chromium-nickel-
molybdenum systems. It is interesting that an X-ray diffrsction pattern
of a chromium-cobalt-molybdenum sigma alloy saturasted with molybdenum
is almost identical to a pattern of chromium-nickel-molybdenum sigma of
the lowest molybdenum content.

The exlistence of a ternary sigma phase in the chromium-nickel-
molybdenum ternary system is rather unexpected, as none of the adjoining
binaries are known to have a sigma phase. From the results of the
investigation of the 1200° C. isothermal section of the chromium-cobalt-
nickel ternary system, Beck and Manly (reference 15) suggested that the
nickel-chromium system, which 1s not reported to include any intermediate
phase, iImight contain a sigms phase at some lower temperature, and Duwez
and Baen (reference 16) note that, according to the criteria postulated
by them, the nickel-chromium system would be expected to have a sigme
phase., The terhary sigma phase found in the chromium-nickel-molybdenum
system may have some connection with the suspected nickel-chromium
binary sigms phase. Attempts were made to confirm this by annealing for
long periods of time an glloy of 38 percent nickel and 62 percent chromium
at temperatures below 600° C. These experiments were, however, not suc-
cesful. This does not rule out the possibility of the existence of sigma



26 ‘ NACA TN 2683

in this system at a temperature so low that the diffusion rates are
prohibitively low.

From the experimental results of this and other investigations of
alloy systems in which the sigma phase occurs, a criterion for the
formation of the sigma phase was developed in %terms of electron vacancy
concentration in the 34 sub-band. Details of this development are given
in reference 21. Briefly, the procedure is to calculate the electron
vacancy concentration Ny in any &8lloy from the 34 sub-band electron
vacancies in each component of the alloy, and from the atomic percent
concentration of the components. Electron vacancy numbers for chromium,
cobalt, and nickel were given by Pauling (referencg 22; see also refer-
ence 23). Molybdenum was assumed to have the same number of vacancles in
the 3& sub-band as chromium, on the basis that their electronic structure
is the same in the outermost shells. The formula for calculating Ny is

glven as : - -
N, = 4.66(Cr + Mo) + 3.66(Mn) + 2.66(Fe) + 1.71(Co) + 0.61(Ni)

It was found possible to define fairly well the composition ranges over
which the sigma phases occur in terms of electron vacancy concentration
calculated from this formla. Almost all of the blnary and ternary
sigma phase fields were found to fall within a rather narrow range of
electron vacancy concentration. The favorable range of concentration
seems to be from 3.15 to 3,65Ny. It appears that the composition ranges
of other Iintermetallic phases occurring in alloy systems of transitlion
elements can alsc be defined in terms of electron vacancy concentration,
although some overlapping msy occur.

There are some Iinteresting features connected with the solid solu-
tions designated mu in the present investigation. For exemple, the
mu phase, commonly referred to as epsilon in the cobalt-molybdenum
binary system, 1s isomorphous with the corresponding intermediate phase
in the iron-molybdenum, cobalt-tungsten, and iron-tungsten binary
systems (reference 11). Koster and Tonn (reference 24) reported that
the mu phases in the iron-molybdenum and cobaslt-molybdenum binary
systems form a continuous series of s0lid solutions across the 1300° ¢
isothermal section of the iron-molybdenum-cobaslt-ternary system. In
the iron-molybdenum-cobalt system, the mu phase field extends in a
direction approximately parallel to the lron-cobalt side of the disgram,
so that the face-centered cubic elements iron snd cobalt substitute for
each other while the molybdenum content remsins unchsnged. As shown
in the present work, solid sclutions of the mu phase extend more than
halfway across the 1200° C isothermal section of -the cobalt=nickel~
molybdenum ternary system (fig. 1). Here again, the face-centered
cubic elements cobalt and nickel replace each other, while the molybdenum
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content remasins essentially unchanged. The body-centered cubic elements
chromium and molybdenum seem to replace each other in forming the

mu phase in the 1200° C isothermsl section of the chromium-cobslt-
molybdenum ternary system (fig. 3), with the cobalt content remaining
constant. In agreement with these observations, one would expect that
solid solutions of the mu phase in ternary systems of iron, cobalt,
molybdenum, and tungsten would also extend in such a manner that atoms
of elements having the same crystal structure could substitute for
each other, The intermediate nickel-molybdenum delta phase forms only
limited solid solutions 1n the cobalt-nickel-molybdenum and chromium-
nickel-molybdenum isothermal sections (figs. 1 and 5).

In addition to the ternary sigmas phase, another new ternary phase P
was discovered in the 1200° C isothermal section of the chromium-nickel-
molybdenum ternary system. The P phase fleld is located between the ends
of the sigma and delta phase fields (fig. 5). In physical character-
istics and microstructure, the P and sigme phases are very much alike,
but the X-ray diffraction patterns of the two phases are quite different.
The differentiation between P and sigma provides a good example of the
need to supplement microscopic work with X-ray diffraction to identify
the phases. In alloys consisting wholly of P or sigma, it was impossible
to identify the phase present by any of the microscopic techniques used
in this Iinvestigation, even though 1t was possible to differentiate
microscopicaelly between sigma and P when they occurred side by side in
the same alloy.

The 1200° C isothermal section of the chromium-cobalt-molybdenum
ternary system was also found to contain a ternary phase, located between
the ends of the sigma and mu phase fields (fig. 3). ' This phase R has a
distinctive X-ray diffraction pattern (teble XIII) and it is easily dif-
ferentiated microscopicelly from the sigma or mu phases when these phases
occur in the seme alloy. However, as in the case of chromium-nickel-
molybdenum ternary sigms and P phases, chromium-cobalt-molybdenum alloys
consisting wholly of the R or sigms phases could not be differentiated
microscopically (except possibly by microhardness). Final identification
was made in all cases by X-ray diffraction.

CONCLUSIONS

A survey at 1200° C of portions of the chromium-cobalt-nickel-
molybdenum gquaternary system and of the component cobalt-nickel-
molybdenum, chromium-cobalt-molybdenum, and chromium-nickel-molybdenum
ternary systems indicated the following conclusions:
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1. A portion of the 120Q° C isothermal section of the cobalt-nickel-
molybdenum ternary system was investigated, using E? vacuun-nelted alloys
with molybdenum contents up to.a meximum of 62 percent. The system
features an extensive range of face-centered cubic (alphs) solid solu-
tions based on the cobalt-nickel binary system, solid solutions based
on the nickel-molybdenum binary delta phase, and solid solutions based
on the cobalt-molybdenum binary mu phase, The narrow delta and mu
phase fields penetrate into the ternary system to 6.5 percent cobelt
and 24 percent cobalt; respectively, and coexist in a narrow two-phase
delta-plus-mu field. The alpha phase coexists with the delta and mu
phases in two wide two-phase fields and ap alpha-deltas-mu three-phase
field.

2. A portion of the 1200° C isothermal section of the chromium-
cobalt-molybdenum ternary system was determined, using 85 vacuum-melted
alloys with molybdenum contents up to a maximum of 53 percent and cobalt
contents of 35 percent and more. The phases present in this composition
range were found to be the face-centered cubic (alpha) solid solutions
around the cobalt corner, solid solutions based on the chromium-cobalt
binary sigme phese, solid solutions based on the cobalt-molybdenum
binary mu phase, and a new ternsry phasse R, of falrly small composition
range, which does not appear in any of. the binery systems. The sigma
phase was found to extend in an elongated field from the chromium-cobalt
binary into the termary system along a line of epproximately constant
cobalt content of 45 percent, teking molybdenum into solution up to-a
maximum of 31 percent, so that up to about half of the chromium is
replaced by molybdenum, The R phase, comprising a range of chromium
contents from about 14,5 to 19.5 percent, is located between the ends of
the sigma phase field and of the mu phase field, and it coexists with
the sigma and mu phases in 2 two-phase fields. The cobalt-molybdenum
binary mu phase extends into the ternary system up to approximately
11 percent chromium. The alpha face-centered cubic¢_ sclid solutions
coexist with the sigmas, R, and mu phases in three rather wide two-phase
fields snd two narrow three-phase flelds ofLalpha, slgma, and R and of
alpha, R, and mu. -

3. The 1200° C isothermal section ofthe chromium-nickel-molybdenum
ternary system was investigated in the composition range of O to 59 per-
cent molybdenum and 18 to 100 percent nickel, using 119 vacuum-melted
alloys. The following phases were located: The face-centered cubic
(alpha) solid solutions around the nickel corner, the body-centered
cubic (epsilon) solid solutions based on chromium, solid solutions based
on the nickel-molybdenum binary delta phase, the ternary sigma solid
solutions which, at 1200° C, are not connected with any of the binary
systems, and another ternary phase P, which has not been encountered in
any of the binary systems. The ternsry sigms phase is located in a
long, narrow field between about 21 and 49 percent chromium and approxi-
mately 23 to 30 percent molybdenum, which extends parallel to the
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chromium-molybdenum side of the ternary diagram, as found also 1n the
chromium~cobalt-molybdenum ternary system. Here, too, the shape and
location of the sigms field indicate that chromium and molybdenum can
substitute for each other in forming the sigms phase. Successive pairs
of the epsilon, sigms, P, and delte phases coexist in 3 two-phase fields.
The alpha solld solution coexists with the epsilon, sigma, P, and delta
phases in L two-phase fields and 3 three-phase fields of alpha, epsilon,
and sigma; alpha, sigma, and P; and alpha, P, and delta. The two-phase
alpha-plus-sigma field covers an extensive area, starting at molybdenum
contents as low as 3.5 percent.

4, The elpha solid-solution phase boundary in the chromium-cobalt-
nickel-molybdenum qusternary system at 1200° C was determined for
constant molybdenum contents of 2.5, 5, 10, and 20 percent. The over-all
effect of molybdenum additions to the chromium-cobalt-nickel ternary
system at 1200° C is to decrease the extent of the face-centered cubic
(alpha) solid solutions, that is, to shift the alpha phase boundary
toward lower chromium contents. At 1200° C the alpha phase boundary
in the 2.5-percent-molybdenum section is essentially the same ss that
in the chromium-cobaelt-nickel ternary system, except near the chromium-
nickel side, where it is moved toward higher chromium contents. The
phases which coexist with the alpha phase in the 2,5-percent-molybdenum
section are sigms and epsilon. In the 5-percent constant-molybdenum
sectlon, the alpha-phase-boundary shift becomes more evident, although
the mbgnitude of the shifting is still relatively small., The sigma
phase is seen to coexist with the alphe solid solutions near both the
chromium-cobalt and the chromium-nickel side of the diagram. This is
due to the presence of the ternary sigms phase in the chromium-nickel-
molybdenum ternmary system at 1200° C. The alpha phase also coexists
with epsilon and sigma in a three-phase field near the chromium-nickel
side of the diasgram, The shift of the alpha phase boundary toward lower
chromium contents is more pronounced in the 10-percent-molybdenum sec-
tlon of the isothermsl quaternary system., Again the sigma phase is seen
to coexist with the elphas solid solutions st both the chromium-cobalt
and the chromium-nickel ends of the alpha phase boundary. The alpha
Phase alsoc coexists with epsilon and sigme in 2 three-phase field near
the chromium-nickel side of the diagram. The alpha phase boundary in
the 20-percent-molybdenum section is shifted to 4 percent chromium on
the chromium-cobaelt side of the diagram and to 30 percent chromium on
the chromium-nickel side., The mu phase coexists with the alpha solid
solutions near the chromium-~cobalt side of the quaternary section,
whereas the ternary P phase coexists with the alpha phase at the
chromium-nickel end of the alpha phase boundary.

5. The results of this investigation give further support to the
conclusion that atoms of both face-centered and body-centered cubic
transition elements are required to form the sigma phase and that
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elements having the same crystal structure can substitute for each other.
It appears that the same criterion may hold for ternary solid solutions
of*-the cobslt-molybdenum intermediate mu phese, which is isomorphous

with the corresponding intermediate phases in the iron-molybdenum, cobalt-
tungsten, and iron-tungsten binary systems., The composition ranges over
which the sigms phases exist can be described fairly well in terms of
electron vacancy concentration in the 34 sub-band. This suggests a
criterion for predicting whether or not the sigms phase may occur within
any given composition range in alloy systems involving the trensition
elements.,

University of Notre Dame
Wotre Dame, Ind., January 31, 1951
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LOT ANALYSES BY WEIGHT PERCENT

TABIE I

Element
or Cobalt Chromium Nickel Molybdenum
compound rondelles

c 0.17 0.01 | ~e~ememmam 0.003 max.
Ca0 P 2 e Bl T et e
Co Bal. | @ —---- 0.6 t0 0.8 | —cmmmmmemee e
Cr | e Bal, | ==~—memmeee | cmmmeeemee
Cu .02 Trace 01 e
Fe .12 .06 .01l .005 max.

H | -—--- o R B I -
MgO o) e Bl P
Mn 06 | e ] mmmmmaeeee | e
Mo | === |  eemem | meemmee——- Bal.

No | ===-- 010 | memmmmeee | e
Ni A6 ] e Bal. | =-e—mm—memmee
- o) B et .003 approx.
Po | eee-- B o L 1 R T T e e
S .009 .012 L0001 | e
8105 P S e el B P

W
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TABLE IT

CRUCIBIES USED FOR MELTING

NACA TN 2683

Zirconia Stapilized Alundum

273 323 272

311 to 31k 330 to 332 280

320 354 288

322° 360 to 362 289

402 to LO5 366 296 to 298

lak to 419 376 to 383 321
370 to 372
375
384 to Lol
LoT to 413
420 to T15
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TABLE III
DATA FOR THE PHASE DIAGRAM OF THE COBALT-NICKEL-

MOLYBDENUM SYSTEM AT 1200° C

Phases found from -
Analysis Fhases from figure 2 (percent) -
(weight percent) (percent) Annealing
Alloy Microstructure time
X-ray (kr)
Co 68 I Mo Alphs l Delte Mu Alphs I Delta l Mu
Alpha boundary alloys®
bﬁg 77.08 ———- 22,92 98 2 95 5 Alpha . k8
——— 65 35 100 | meee= | memee 100 | e | emeee Alpha 18
Loy 30 ko 30 98 2 100 Trace Alpha 48
Blhot 20 50 30 100 ——— 100 | =ee | mmee- Alpha 56
17T.4 32.6
bhod b9.62 2%.95 25.43 99 ——— 1 100 -— Trace Alphe 65
426 32 26 100 —— —_— 100 -— JEO— Alpha %)
427 | eee- [2:) 32 100 — | - 100 [ — Alphe 18
432 ° | -—--- 21 100 —— | m— 100 -— ——— Alphe 18
bl 50 28 22 100 | —=mem [ =mee- 100 -— —— Alpha 48
Lk, 23 100§ e———e ——- 100 [ENVER Alpha 18
by61 49,80 | 26.¥7 | 23.6% 100 ———— e 100 RN O Alpha 48
26 100 | —mmem | —mee- 100 —-— ——— Alphs 18
LTI 62.92 | 37.08 9T | -=ee- 3 95 5 —— Alpha 65
198 20 53 27 s S — —_— 100 —_ | - Alpha 48
5k0 65 12 23 100 | meeme | mmeee 100 — | e Alphs )
5k1 10 58 32 100 — —— 100 e Alpha 18
552 [ 11 98 ———— 2 96 -— |3 Alpha 18
553 10 56 3L 100 —_ — 100 -— — Alphs 48
bgoo 30.24 | ko.84 | 28.92 100 — | e 100 -— — Alphe 18
627 10.2 53.72 36.08 98 Trace 2 96 1 Alpha 48
679 15 52 33 100 | —-=mm Trace 100 _— Trace Alpha 58
Alpha-plus-mu alloys®
L21 55 | e-e—- ks 30 | =———- T0 25. -— ™ Alphs plus mi 95
bh2 135 35 30 L 60 30 — 50 Alphe plus mu 95
k3 25 25 50 30 | ----- T0 25 -— ™ Alpha plus mu 93
bW& 35 15 50 20 | —m--- 80" 25 -—- T Alpha plus mu 95
536 18.28 2k,12 57. 60 1 | - 99 5 -—= 95 Mu 95
5k6 1k kg %0 > J J— 25 8o _— 20 Alpha plus mu 95
547 18 k2 Lo 70 — 30 k) — 5 Alpha plus mu 95
548 22 38 ko T0 ——— 30 > — 25 Alphe plus ma 95
55k 22 28 50 3 ————— 65 > -— 95 Mu 95
TS5 12 18 Lo 8o ——— 20 ki) — 25 Alpha pius mu 95
Mu alloys®
bs50 22.7h | 18.77 | 8.k N 100 ——— — 100 Mu 95
596 23 6 61 — | m—— 200 —— -— 100 Mu 95
629 20 20 60 —— ] m———- 100 — —— 100 Mu 95
Alphe-plus-delta alloys®
| 5L T ] 51 4o 60 | ----- 50 50 =---—~ |Alphes plus delta 93
Lg5 5 43 50 b5 55 —— 50 0 | - Alpha plus delta 95
520 y 38 58 10 90 | -——- 15 85 | ————-- Delta 95
521 T 3B 58 10 90 Trace 12 85 3 Delta
677 1 36 &0 1 99 | ————- Frace 100 | =e--- Delta 95
Delta-plus-mu alloys®
Bsgs 7.05 | 30.78 | 62,17 | --- - ) 5 | —eme- 95 5 Delta o5
b, T.22 | 32.65 | 60.13 -— 98 2 1 95 L Delta 95
Alpha-plus-delta-plus-m alloysS °
L6k 10 ho 50 35 35 30 ko 30 30 [Alpha plus delts 95
plus m
522 10 32 58 10 60 . 30 15 T0 15 Delta plus mu 95
523 13 29 58 10 25 65 10 10 80 Delta plus m: 95
537 16 26 58 5 10 85 5 —_— 95 Hu g3
551 1z 33 50 35 30 35 50 10 4o [Alpha plus @elta 95
plus mu

2211 forged prior to anneeling.
bChemical composition from analysis. Composition given for other slloys is the intended melted anslysis.
CNot forged prior to ennealing. :
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TABLE IV
DATA FOR THE PHASE DIAGRAM OF THE CHROMIUM-COBALT-
MOLYBDENUM BYSTEM AT 12009 C
N Phases found from -
Analysis Phases from figure (percent)
{weight percent) (percent) Annealing
Alley Microstructure time
B Z-ray (o)
Cr Co I Mo Alpha1 8igma R Mu Alphilsigma f R M
Alpba boundery alloys® .
272 133.15 [ 6%.35 ] 2.5 90 ki To N SN —— - b1, J [ Alpba 38
366 129.45|65.55| 5 100 | —= Jeeeee e ] 200 | == | e | m Alpha Y
b378 [30.31 [65.96 ] 3.73]| 100 | —= |-eeme e ] 200 | e e e Alpba L8
b399 e | T7.08 | 22,52 98 ——— — 2 95 ——— ———— 5 Alpba 8
13 |10 72 18 95 | = |--—- 5 90 | -—= | ~=-~]| 10 Alphs 8
k3 |10 76 1% 100 Tl D [EP 100 e e ] e Alpha 48
431 {20 70 1o 100 | —= Jememm o= ] 100 | e | e o Alpha »
432 | | 79 21 100 | === e | e ] 100 | —ee ] e [ eomem Alpba 3B
3 |20 68 12 100 —om e || 100 PN USNROURN, Do Alpha 48
455 |10 Th 16 00 [ —— |-meem J-—m] 200 PRV [ DIV Alpha 48
56 3 77 20 100 e e | mmmem ] 100 RO, [UVG [ Alpha 48
by 128.83 {6k.8 6.37 98 2 (me—= {mme-e 98- 2 {ommee | acmme Alpha 18
487 L 76 20 100 m=se | e {Trace | 100 =en | wmmee | Trace Alpha B
bige f25.61 {65.4 | 8.9 100 | —mm fommom | 100 | —em | mmmem | omeem Alpba 48
606 |22.5 {645 [13 90 10 {-mm—m }-—em.] 90 10 | memmm | meemm Alphs 8
Y619 |14.58 | 69.78 {15.64| 100 | -—- |---—~ SEORERV B 72" S SRS [P, Pu——— Alpha 18
b632 | 9.88 |72.99 |17.23) 100 | c= |-ccmmJoeem ] 100 | com | mmmem fmeme Alpha 48
&4l |25 &s.5 l10.5 92 - J p— — 95 5 | cmme | e Alpha 18
belhs {17.h2 [68.01 {14.57] 200 | - |eom [} 200 | mm feemee | e Alpha 58
be6s {1h.T | 68.65 |16.65) 95 | —— |--me- 5 B | —om [ 2 Alphs 48
Alpbe-plus-sigma alloys® .
273 |31.28 ] 60.72) 8 s 25 |-~—m-e el - 35 ] memmm | e Alphe 96
288 {38.02(59.481 2.5 6 35 {emmme [emm—a | 60 | U0 | -emam ] amee Alphs plus sigma 96
314 |36.2 (58.9 | 5 62 38 jemee |-~ 60 40 | eem | =o-— |Alpha plus sigma 96
322 {36.8 |35.2 | 8 50 50 | ~e-mo cmem={ 50 50 | —-emm | ~———~ lAlpha plus sigms 105
b330 |3h.16{63.41 | 2.43{ B7 13 |e-omeef ~ee| 90 10 | cmmmm | ;e Alpha =5
38y [%2.3 |52.7 | 6 35 65 |oame—e | o 7] 60 | ==~= | ~-=— |8igma plus alpha 96
b3g8 [31.7 {63.09] 5.21{ 87 | 13 |ee— ]| 90 10 | —mme | mmee Alpha 96
ko |29 ~ {62 9 85 15 |acene[———-] 80 20 | e | ——- Alphs ks
by7h 32.22 | 47,57 [20.22] 15 85 |-ceme|——~-| 15 85 | | —— Bigma 145
512 |27 53 20 b5 55 |~memm | 50 50 | w==~v | —=—- |Alpha plus sigme 96
538 128.5 (51,5 |20 ko 60 | e | e 50 50 | ~-=es { ~——~~ |Bigma plus alphs 96
539 |38 ks ik 20 80 |ore | 25 ) e Bigma 96
S5k3 |28 46 26 5 9 | ~—— ] — 5 95 | - | ~— Sigma 1k5
555 | k1 ] 14 5 95 |~ ] ——— | 10 (130 N Bigma 150
7 |23.3 [|56.08 |20.62 55 45 | amae | 50 50 | Tthrace | ~~--- [Alpha plus sigma S5
b516 |33.75 | 4h.98 | 21.27 5 95 [ | o 3 95 |~ | e Bigma 150
bgh2 7.2 |45.6 |47.2 8 92 Jenome | e 10 90 ——— Bigra 150
Alpha-plus-R aloys®
biie 119.36 §65.29 |15.35] 90 | --- 10 {—----] 90 ——- 10 | ———— Alpha 76
533 |16 52 32 Lo —— 60 | —memm 50 -— 50 | ——— Alpha plus R 96
bs=8 119.81 [57.9 [22.20| 55 { —- b5 {ere— | 50 [ --- 50 {--—— { Alpha plus R S6
560 |16 60 24 60 —— 7o B [P 60 — |7+ [p—— Alpba plus R 96
592 {18 b 38 2 | - /2 J [p—— 2 | - ;B — R 150
o Alpha-plus-m: alloys® N
b53k j11.6 [sh.27{3k13] B | -— {~—] 55 50 | -~ |-——=-] 50 | Alpha plus mu 96
535 | 8 56 35 50 | -—- |~—-| 50 %0 | -~ j—=—| 50 | Alpha plus ma 96
54 | 7,86 { 43.05 | 49,09 5 | =e- e} 95 5 | A= | -mea 95 Mu 96
b573 J12.7 }61.31[25.99] 65 [ -~ |e——m 35 73 | -~ {-~—] & | Alpha plus m 96
8711 forged prior to annealing, ’
bChemical composition from analysis. Composition given for other alloys 1s the intended

melted analysis,

cNot forged prior to annealing.
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TABIE IV - Concluded
DATA FOR THE PHASE DIAGRAM OF THE CHEROMIUM-COBALT-
MOLYBIENUM SYSTEM AT 1200° C - Concluded
Pheses found from -
Analysis Phases from figure 4 (percent)
(weight percent) (percent) Annealing
Alloy Microstructure Lime
X-ray (br)
Cxr L Co ‘ Mo Alpha'Sigmal R LHn .Alphals.'xgmal R Ma
Alpha-plus-gigms-plus-R alloys®
b513 |19.88 [49.78, |30.34| 20 5 5 j--~=-| 20 10 (< J R— R plus alpha 96
556 |2k 50 26 18 80 PR [— 20 80 | Trace | —~--- Sigma | 96
605 18.5 145.5 (36 8 2 [T R - 9 1 90 | —mmmm R 96
633 |22.5 |46.5 [31 5 70 25 [m--—m 10 T0 20 | ———- Sigma plus R 96
649 | 2k.5 {ht 28.5 5 90 5 [--——- 5 90 5 | —--—- 150
Alpha-plus-R-plus-mu elloys®
bs59 | 13.67 {53.12 133,21 0 | --- =9 2 50 | --- 60 | Trace |R plus Alpha 96
bs85 | 13.76 |60.99 [25.25{ 70 | --- 10 20 ™ | -—- 10 15 |Alpha plus mu 96
680 |11.5 |k b5 2 . 43 55 2 — k8 50 Mu plus R 96
bs81 | 9.82 |%3.03 | ¥7.15 % | —— |Trece| 96 2 | -~ | Trace| 98 Mu 96
8igma alloys®
392 [52.6 |k.k | 6 -— 100 100 | —emmm | —emm Sigme 150
393 [56.4 |37.6 | 6 -~ — 80 | -mmmm | mmeee Sigma 150
k23 |34 136 30 — | - T | -] - Signa 150
bh72 139.97 |40.56 |19.8T | ~—- | 100 femomo {momen | oo 200 | ~ommm| —mmm- Bigma 150
k13 137 k3 20 - | 100 100 | ——cem| —=mm- Sigma 150
485 | 33.99 | 42.94 123.0T] —~ | 100 100 } ;e | e Sigma 150
b500 | 41.3 |38.56 {20.1% | -—- -—— 95 | cmmmm | cmmmm Sigma 150
530 |32 k2 26 -—- | 100 200 | -~—-} ——-- Sigma 150
b531 | 28.37 | 40.69 } 30.9% | —- —_— dgs 150
543 | 28 46 26 —_— - 95 | mmmem | e Sigma 150
590 | k6 Ll 10 — 100 | emmme | ;e Trace | 100 | =-=mm ——— Sigma 150
5593 ‘| 27.1 {ke.% |30.5 | -—— | 100 100 | Trace| ~-—- Sigma 150
59% | 30 42 8 — 100 100 | —;mem | e Signa 150
62k (28.5 jkh5 |27 -— | 00 300 | —mmmm | emmem | Sigma 150
625 |27 5.5 ) 27.5 — 100 | -eme- ~——— | Trace } 100 | —oeec] oo Sigma 150
Sigma-plus-R alloys®
bigo | 2k.ko | 45.82 | 29.76| --- 85 15 fomemm | -———| 80 20 | o Sigma 150
o497 | 19.79 | ¥1.95 | 38.26| --- 10 90 | memem | e 10 90 | —mmmm R 96
532 | 2k k2 3k — 60 [To RN [P [EA 50 50 | ----- | Sigma plus R 96
650 |19 L 37 — 15 85 | —meem | e 2 B | —memm R 96
R alloysC
bs1% | 15.71 [ s1.69 w2 60| -—— | — | 200 {-—con |- -~ | 200 | ~-mmn R 96
D591 | 13.78 | 43.89 | 42.33 | =~ | === | 200 |;mmmm | emmem | a=s -] 100 | —mmee R 96
515 | 12 Iy Lt -_— — - 50 50 Mu plus R 96
666 | 16 Lo b4 — —— — 95 [} R 96
516 6 L1 53 ——- — — 100 Mu 96
545 {11 38 51 —_—f - _— 96 Mu 96
by7h | 8.51 Jko.37 (5112 - _— — 100 Mu 96
bg30 | 9.4 |42.8 | 47.8 I — — 98 Mu 96
631 | 10 -] 18 — — —_— 98 Mu 96 .

PChemical composition from enalysis.
melted analysis.

CNot forged prior to annealing.
dplso two second phases,

Composition glven for other alloys 1s the intended
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TABIE V
DATA FOR THE PHASE DIAGRAM OF THE CHEOMIUM-NICREL~

MOLYBIENUM SYSTEM AT 1204° ¢ . . L .
Phagses found froo -
Analysis Phases from figure 6 (percent)
(weight percent} (percent) Annesling

Alloy Microstructure time

e X-ray {ux)
cr l R ] Mo |Alpha ’!pllilon Isigm | P —l Delts u,pn.Jspulon I Sigma [ P lDeJ.ta
Alpha alloys?
b360 | 42,51 |55.08 | 2.k 100 | emmom | omomm [ memmn | momeo 100 Alpha 48
375 1 39.9 |59.1 |3 100 | —mmem foeeee el D 100 Alpha 3
Y22 | L0.56 |B3h.92 | k.52 100 | —memm | memee | cmmem | ooeem 100 Alpha 48
hOO | memme 35 100 100 Alpha 48
27 | —=m-- =) 32 100 100 Alpha ]
433 | 10 64 26 100 100 Alpha ]
b3k | 26 16 100 100 Alpha 18
bL37 | 35.99 |Bk.28 | 9,73 | 100 100 Alpha 48
by38 | 25, 57.31 [17.21 | 100 100 Alpha 43
15k | 10 62,5 |21.5 | 100 100 Alphe 48
L — 62.92 {37.08 | 100 e 100 . Alphs ]
bssg | 5 6.75 (33.25 | 100 - =amn~ | Trace | 100 Alpha "
Alpha-plus-epsilon allays<
298 | 96.33 |41.17 | 2.5 55 %) et EET ———— %0 30 | ;eme- wmmmn | ===~ | Alphs plys epsilon zg
b311 | k3.37 {54.17 | 2.6 | 95 5 | -=m—= |- ——1 5 |- { - ———— Alpha
b387 | 53.86 {40.28 | 5.86 | %0 50 | ----- m———— | — 50 50 wmmem | meemm | meeu- | Alpha plus epsilon 96
hok | 70,5 |23.6 | 6 5 95 | =memm | mmm-- | 10 90 | emeem O Epsilon 96
49 | 60 30 0. 5 95 | ememm | e ————| 10 90 | mmmem [ mmmem ———- Epsilon 96
562 | 60 3 5 35 65 e el Rt ko 60 | mmeem | e ~=u---| Epsilon plus alpha 96
563 | 57.5 |33 T3 30 R e e ] 30 10 .} ==-m- ==a-- | ====- | Epsilon plus alpha 96
61k | 43.5 |53 3.5 98 AR e ——— 95 5 | ~m—- mmn f ——— Alphe 3
Alpha-plus-sigme alloys®
38/ | boy |52.25 | 5 95 | -——- e || B | - 5 e [ - Alpha [
hro | 26 sl 20 [ —— 13 | ememm | == 90 | ---—- 10 | mmemm — Alpba 56
L | so 50 10 85 ———— 15 |--ee- —— 80 ——— 20 | ==mmm ——— Alphe 56
428 | b5 20 2B | e | T | | - 2 | ----- T || == 8igma plus alpha 96
b43x | 36.25 [53.63 [10.12| 9B | --—- 2 Jemmen | mmmee 95 | ~---- 5 | mmmmn | e Alpba 8
kg | 28 k9 23 ™ | - 25 1o m———t T | e 25 |----- -——-=| Alpha plus sigms 96
44s | 32 B 30 —— 65 [ --mm- el -~ S EE SRR 75 |----= |-—=-- | Bigme plus alphs 96
L | %o |30 |30 5 | w-mm- B | [memm] 5] - 93 |--m-- — 8 96
k51| 36 L6 18 T0 ——— 30 | meeme | e 60 | —mmun kO faeeem ==e== | Alpha plus sigms 96
ma | 43 itk 13 m——— 35 | =-mmn e L A 40 |----- —-==={ Alphs plus sigma 96
a6 [0 | |20 8| e | 53| meem | emeem ] 50 | —=e== | 50 |-w-m | -——--| Bigas plus alpha 96
W17 | 38 ko 25 ko —— &80 |- | ——- 50 | —eeae 50 [----m ——-~—| Bigza plus alpha 96
478 | 48 32 20 [ J [ — [ R 25 | =e--- v |- ———— Bigma 96
k19 | K1 33 |26 - T [——— 1« T e 20 ——— 80 fomaee |oommm Sigma 96
480 | 36 3k 30 20 | co-e- 80 | emenm | ameee 25 | mmeee b1 R [Ty — figma 96
482 | 28 32 k0 10 —— 90 |-} 10 | - 90 |-em-- ———— Sigma 96
183 |33 |32 |3 10 | -e-ee 90 | ammmn | ammem 5 | -—--- 95 {-mm=m | meem Sigm 96
L8k | 27 38 35 30 | ----—- T0 | e [ == Lo ———— -=—--= | ~—--| 8igas plus alyha 96
bol { k5 30 25 10 | —--- 90 | emmmm | mmmmm 15 | =--m- 85 [ mmemm f e Sigma 96
bsgg | 45.98 | 37.87 |16.5 [T QN R 60 |mce—mcmmmmf 50 | memm 50 | —--mm ~—n-| Sigma plus alphe 96
570 | 46.5 36 17.5 30 | —--- TO | wmmmm EERE TR | 60 |=nmum |w--a- | Bigma plus alpha 96
7 | 34.35 | 44,67 110.98 ) 65 | ~---- >3 EEERE EEETes 60 | w---- [T 2 (R, «—-=| Alphs plus sigma 96
608 | 23.5 |39 31.5 30 | ----- 70 | amee |~ 2 | - T [---—- | —~| Tigme plus elphs 96
615 | 8.5 |30.5 |21 T N — S0 |ememen | —mma- 15 | —eeee 85 |=-m-- m——— Bigma 96
617 | 2k.5 32 3.5 7| —-- 93 |--mm - 5} - 95 | =mmr | em Bigma 96
63k | 23.3 |48 8.7 6 | --—- B |- 1| 30 | ----- =—— | Alpha plus sigme 96
bkl | 22,76 132.6 |U5.6h 5 | e 95 | =amem —— LI [ 95 | e | e Sigma 96
654 | 35 30. 33 1 | =eee- 99 | —mmme me—ee | Trace | =w-e- 100 | mmeva | emme- Bigma 150
663 | 22.5 |k8.5 |29 T | - 28 |- =] T | e 25 | =~—- | ~—--| Alphe plus sigm 96
684 | 22 32 e 5 f ---s- - B R ————- 5 [ = 95 | —mmme | e Sigm 96
67 | 9.5 {30.5 |[Lo 2 | wemee 98 | emmms | meem 1| e [ — —— Signs 96
Alpha-plus-P alloys® -

hog | 10 60 30 5 |- 93 | —mmmm [ L Alpha 8
h1% | 20 ko ko & | ———— 30 | —--m- —— 10 | = P plus alpha 96
byst | 22.9 |%6.45 |20.65 Y p— A R 5 |- Mphe a8
bhso | 14.28 |59 26,72 5 |=—-| 98 | --=-- — 2 |euee- Alpha A8
466 | 20 50 30 25§ mmmmm 80 | s | —1 20 |- Alphe pius P 96

487 | 20 55 is 20 |--—m- ™ | === | == 25 }ommme Alpha plus P 96 -
4B | 10 15 5 65 | —=-- 50 ———— ] e 50 | - P plus alphs 96
b6y | 22.09 |57.33-{20.58 5 || 85 | -=mm- } omem- 5 | mmmem Alpha ks
510 |10 - [35 |55 95 | --—- 3| | 9T |- P 96
b579 | 15.07 { 33.72 (51.21 97 | -m—m- 5| ——— | - 95 |[~—m- P 96
g2 | 8.5 [35 - |56.5 9T |mmmme| 5 | wmemm | mmmme | 93 | aeme- P 96
bg36 | 11.96 {59.46 te9.26| 93 | —eem |--am- T |- 9 | ——-m- —— 5 | Alpha "]
bggl | 21,25 { 18,23 ]30.52| 63 | —e-en Jom-ee 35 |-l 70| e | | 30 (- Alpha plus P 96
689 6.41 | 53.48 tho.11 65 | =mmmm |- 35 | --—-- 70 —_— | —_—- oo J E— Alpha plus P 96

841l forged prior to emnealing. . -
Dohemical composition from anslysis, Composition given for other alloys is the intended melted analysis. W
CHot forged prior .to annesling.
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TABIE V - Councluded

DATA FOR THE PEASR DIAGRAM OF THE CHRCMIUM-NICEEL-~
MOLYEDENUK SYSTEM AT 1200° C - Concluded

39

Phages found from -
Ana. Phases from Tigure & {percent) N 14
nnesling
Alloy (vetgat peroent) ¢ =) Microstructure ':5-'7
X-ray b
cr L | 53 Luo Alphe |np-ucn ]suu-] P ‘Delta Alpza Imﬂ:l;im | P | Delta
Alpha-plus-delte alloys®
L ;ﬁ zl ko 66 50 e} 50 Alpha plus delta 95
691 | &5 .5 [k 10 .| T - [— Alpha plus delts 96
62 | k.5 k6 %9.5 ho 60 50 ——1 30 Delta plus alpha 96
Alpha-plus-epsilon-plus-sigia alloys®
320 437 |51.3 | 3 90 | Trace 10 | emmee |e=eem | 90 1 I N ™
bkh8 | 48,66 131,23 1 20.09| 13 3 80 |--—~ [--—-] 10 10 L e Sigw 130
Biso |49.82 |37.19 [12.95 Eo 0 b |eoe [l 33 F-] M| | — Sigs plus epailon 130
575 157 13 s 5 ] 50 ) — ) E el B el Bt Slem plus alpia =
56k |5k.5 10.% > 50 B |- |-— 23 =5 20 | -emmm ——— Epsilon plus sigms 150
bs6s 52,5 |3b.5R|12.96| 20 ko 0 [c—— || 30 3B > 2 [y P Epsilon plus sigze 1%
;gg gi g 213 1g ;g h_rg e | ——| 20 Zg % ——— ] —— Epsilon plus sigms 150
s || 5 ——— Sigms %0
b33 |52.6 |2B.73(18.67 2 3 6 [-—— [ 5 20 [ N P, Signe 50
.:593 55.85 | 38.1 9.05 a3 4> 2 | mmmee | 30 30 20 |-=— | ==—=~ |Epsilon plua alrha plus eigms 130
600 S |5k | 61 7] 3 1 }eveee |——=1 50 30 0 |[am--- ~——— !Alpha plus epeilon plus sigea | 150
62 go 28 22 Trace 10 90 { mmmem }omee 5 10 - J [ G—— Sigaa 1%0
&5 .3 [%2.25] k.23 ok 1 5 | = |- 9% | Prace 5 e | eeem Alpha [
672 [59.5 |29 .5 2 93 5 | -——{--—--- Trace 8o 20 || ——- Epeilon plus sigea 1%0
oys<
568 120 35 ] P [ -—-- 30 2 P plus sigua 9%
613 [19.3 325 |18.2 51— 5 15 P 96
642 21,25 |32 b6, T3 5 | —— 93 95 Sigma 96
669 (e2 kg 29 To ——— 13 10 Alphs 96
Alpha-plus-P-plus-delta alloysC i
63 |1 | 38 —| & 2| B | | g [mee P plus alpha 96
b670 | 1.1 32.5 5T.1 5 ——{ Ta 2 [ T PR 5 P 96
60 | 5.3 |5 ko5 T | —om | 10 20 T | ~—=— [--— [ 10 20 Alphs plus delts 96
Wpeiion alloys®
397 §76.2 |17.8 | 6 e S 7 < I B e [ < I e Epsilon 1%
599 |65 22 13 ———} 200 }——l-— |- 100 foeeeo —— Epeilon 150
618 |6 27 12 — 98 2 | ———— e | —— 100 Trace | meeee | ~ee— Epsilon 15
6716 {65 25.95| 9.25|-—~=-] 100 |—e-joe— |-———[Trace| 100 |-—--c |- |——- Epsilon 150
k19 (161 29 Bigma plus epsilon 150
56T |52.3 |25 Sigme 150
b=87 | 51.99 | 27.19 Sigma 150
beho | 47.6 [27.2 Bigme 130
b9 27.5 =
6k3 |59 8 Epeilon plus sigme L
k16 | 3% 26 100 Sigms 96
481 137 3 100 Siga 96
553 | &7 23 [ S B T T i (S R Bigme 9
508 |32 23 e e | | =} oeeem | 990 eeee Bigus 9%
b3o9 | 25.06 | 26.12 98 | -mmem P — S R - Sigms 96
511 |38 22 PR P [y pue—. | B0 [ Bigme 96
%27 131 22 7 ) [P e B T 100 | —-mmm Sigrma 96
5TT |31.5 ([2%.5 100 | e—vm jmemmen | e | 100 | —meee Bigna 96
578 |30.5 |26.3 100 | remmm jomeem [ | e | 100 }emmee | e Sigme 96
o2 (25 27.5 100 |- |~ | e | e | 100 e [ Sigua 96
ggi 36 zk 100 | ——mem |-~ ——| — | 10 |---- ——- Sigma 96
k5 £ 100 | —mmem |ommme | e | e | 200 femmee f e Sigra 9%
683 22.5 | 100 | mrmme frmer— [ e | e | W00 | | - Bigua 96
Sigea-plus-P alloys®
58 (22 |28 |50 |-~e-]| - 50 [ %0 [-——]eee] —— | %0 | 30 |- Bigma plus P 96
66 |23.5 |27.5 | W LT 8o 20 |emmee | e | e 90 10 |-m-m- 8 96
a2 (=20 30 30 e | me— 10 90 femmme f e | oo 3 T p— - 96
P alloys® . .
oo 1o 5 o] [ o [ [ = [— [ [ : z
o alloys® :
529 | 5 36 — | ——- 0 0 o | mm— ko &0 Delta plus P 96
bs61 | 2.81 | 36.67 e | ==} === | 100 e | e e | 100 Delta 96
626 | & 36.5 —~—— | — 2 98 meeee | meeee | Trace | 100 Delta 96
6TL | * 37.23 R e e ) e L uunny ..} Delta g6

bohenical couposition frox spalysis, Composition given for other alloys is the interded melted aualysis.

Cxot Torged prior to annealing.
dAln0 10 percent of a second phase,
€Alsc two second phases.

'
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40
TABIE VI
DATA FOR THE PHASE DIAGRAM OF THE CHROMIUM-COBALT-NICKEL-
MOLYBDENUM SYSTEM AT 1200° C
Phases found from -
Analysis Phases from (percent)
A \ figure 8 pil Annealing
\wEl1lgnu percent) e
Alloy (percent) Microstructure time
X-rey (nr)
Cr Co Nt Mo [Alpha|Sigme{Epsilon|Alphs |Sigma|Epsilon
2.5-percent=molybdenum quaternary alloys®
280 |42.9 }16.58}38.02{2.5 | --- T - cg9 - R B 48
288 {38.02(59.48] -~—-- 2.5 65 3B | ———m- 60 4o -- Alpha plus 96
sigma
289 135.1 |62.h {-ueen 2.5 85 5T —— 90 10 - Alpha 96
296 |38.02|4k.85|14.63[2.5 | wmn | oo | mmme- €95 | em | mm [emm————— L8
297 (44,35(15.6 |37.05}2.5 | --- SR - €95 -— N [ — L8
0311 143,37}----- 54.17) 2,461 95 | -- 5 95 | -- 5 Alpha L8
312 {40.95(31.2 |25.35/2.5 | ~em | - ] cmmee C85 | = [ = [rmemmm———- 43
313 |44.85] 9.75142.9 |2.5 | --- -= | ===== | ©90 - S PO, 48
323 {39  [31.2 [27.3 |2.5 [ === | = | amee- €98 [ - | e |emmmmeeee k8
b330 34,126 (63,41 —menm 2.43( 871 13| —meem 90 | 10| -- Alpha 43
331 |36.84 |45.13)15.6112.h2) ——- -— | ----- €99 -- O (e — _— 18
332 |43.38 9.75143.87|2.5 | === | -- | --=m- €98 | - | = femmmmeee- 48
b354 {37.34[31.90(28.08|2.68| 100 U S 100 - - Alphs 18
b360 |42.51 |--mm- 55.08)2.k1.1 100 S — 100 -- - Alpha L8
b361 k.94 | 9.51{k6.12(2.43] 100 _— | - 100 -- -— Alphs L8
362 |39.98 |24.38|33.15/2.5 | 100 [ mmm—- 106 - - Alpha 48
372 |40.46 124.38] 32.66}2.5 | ——- e | =——— [ ©98 - S [ 48
376 138.76|31.2 |27.54({2.5 | --- T 99 -- T 48
377 |43.39| 9.75} 44.36]2.5 | —== | = | —=ee- = e B 48
5-percent-molybdenum quasternary alloys®
31 [36.2 |58.9 [----- 5 62 38 | —eeme 60 4o -- Alpha plus 96
sigma
320 |43.7 j----—- 51.3 |5 90 10 | Trace 90 9 1 Alpha T
321 {43.7 |19 32.3 {5 -— D (R €90 - -- e 48
366 {29.45 {65.55] ———-- 5 200 R (R 100 -- - Alpha 48
375 139.9 |=-m-- 55.1 |5 100 | == 100 -- -- Alpha 48
b378 (30,31 65,96} =~~~ 3.73/ 100 | -- | —-mm- 106 | == | - Alpha 18
b379 |3h.62 |h2.k9{18.72|k.27] 100 SR [ 100 - -- Alpha 48
b380 |L0.37|16.8 |37.84 4,99} == | = | ~-moe- €5 | = | o femeomeeen 18
b3g1 [39.69| 9.34[45.78(5.29| == | = | ~=-= | %98 | = [ = Jemmmmeeees 48
382 140,56 [-mmm- 54,92{4,52| 100 | -- | —cmmo 100 - - Mpha 48
b38g 138,84 |10 k6.56{4.60} 100 e | mm——- 100 - - Alpha 48
389 142,75 [----- 52.25(5 95 5 | =---- 95 5 - Alpha k8
b390 139.06 |17.14]38.99|4.81] 200 | -- | —emee Q100 | ~- | =m  |ec;m—m—eee 48
b398 |31.7 163.09|----- 5.211 87 | 13 | --=—- 90 { 10 | -- Alpha 96
bL28 |35,17 (42.45[17.16(5.22f ~=~ | == | —=m== | %98 [ = | = fommmmeen 48
bhog 137,64 [27.83]29.62{5.27 | === | -= | ===-n I R B B 48
436 |37.05 |28.5 |29.45i5 100 e 100 - -- Alpha ;)

8511 forged prior to annealing,

behemicel composition from analysis.
is the intended melted analysis,
CRemaining percentage is unidentified second phase.
dplso trece of unidentified second phase,

Composition given

for other alloys _:@:
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TABLE VI - Concluded
DATA FOR THE PHASE DIAGRAM OF THE CHROMIUM-COBALT-NICKEL-
- MOLYBDENUM SYSTEM AT 1200° C - Concluded
n £ Phase? found from -
Anslysis ases Lrom percent)
Allo (weight percent) figure 8 An:iiiing
¥ (percent) Microstructure (hr)
X-ray
Cr Co Ni Mo Alpha|Sigms |Epsilon |{Alpha|Sigmsa}Epsilon
lO—percenf—molybdenum quaternary alloys®&
431 {20 70 |----- 10 100 — | e 100 - ~ Alpha 48
by35 | 36,25 ----- 53.63}10.12| 98 = 98 5| -- |alpha| 48
D437 | 35.99} -——-- 54,28 9.73] 100 e | 100 - --  |Alpha 148
506 [28.8 [48.6 |12.6 |10 -— _—— ] - €90 -- _— e 48
507 | 3k.2 |18 37.8 |10 — — | e €85 - R [—— 48
bsa17 | 26.75(48.65]14.3 |10.3 | 100 S 100 - - Alpha 48
b518 |28.72{3k.2 [26.87|10.21} 100 [ -= | —-mmm 100 | -- --  |Alphe L8
b519 |31.5 |18 ko.5 (10 100 —— ] e 100 - - Alphe L8
- be21 | 29.48|33.90|26.42|10.2 | --- S Cg95 - O 48
bg23 | 27.84148,.25{13.48]10.43] --- S €93 - R [— 43
b653 |33.4 | 9.2 (86,7 [10.T | === | == | -——-- 92 | --| - [----- 48
20-percent-molybdenum quaternary alloys?
Alphe 4 Mu Alphs P Mu
561 3 T7T =mm—- 20 100 — | - 100 I —— Alpha h3
57 122,99 |—men- 56.45[20.65| 90 o J R 95 5| ===—- Alpha 48
458 116 2k 4o 20 100 _— | ———— 100 Y [ —— Alpha L8
459 111.2 |48 20.8 120 100 — | e 100 _— ] e Alpha L8
bLugs | 22,09 ~---- 57.33]20.58| 95 5| -—-m- 95 5| ----- Alpha| L8
BT 4 - |76 j-e--- 20 100 -- | Trace | 100 -- | Trace |Alpha L8
488 }16 48 16 20 _— — | - €80 P (SSUIEE 48
489 {20.8 |32 27.2 |20 —— S [ €80 U NSRS O 48
koo |2k  [12.8 [43.2 {20 SN [T pe— €80 | ~= | —mmem e 148
501 | 9.6 |64 6.4 |20 -— — | - co8 P VN [US— 48
502 | 14.8 |48 17.2 |20 — — | ————- €90 S S 48
503 | 19.2 |32 28.8 {20 — USRI, cgs8 —— | e | 48
S04 | 20.8 |24 35.2 {20 -_— R V. ) U I QS L8
505 |21.6 |12.8 |45.6 |20 — S €92 S R [, L8
5ol |20  (12.8 |u7.2 |20 _— — | o 400 | —= | —m-m- ———- 48
525 { 18,4 |24 37.6 {20 ~— o~ | ===== | co5 JEFES [NVOVEVNR | L8
526 | 16.8 |32 31.2 |20 —~— S S, 92| - | —mmmm [ 48
651 | 1k 61.6 | 7.2 |20 S SR [ ¢o8 RV [T, (- 48
- 652 { 12,8 (47,7 {19.3.[20.6 | ~oc | = | aeee- 4100 | = | —mmmm |memem 48
- 8511 forged prior to amnnealing. .

PChemical composition from anslysis.

is the

intended melted analysis.

CRemaining percentage is unidentified second phase.
dp150 trace of unidentified second phase.

Composition given for other alloys
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TABIE VII™
TYPICAL X-RAY DIFFRACTION PATTERN OF FACE-
CENTERED CUBIC ALPHA PHASE
Estimated Radistion
Line intensity 6 a or ¥ hkl
1 Medium 29.86 2,089 Beta 111
2 Strong 33.17 2.089 Alpha 111
3 Very weak 35.21 1.804 Beta 200
L Medium 39.30 1.805 Alpha 200
5 Very weak 54,84 1.272 Beta 220
6 Weak 63.85 1.273 Alphayq 220
7 Weak 64,01 1.273 Alphap 220
8 Very weak T3.53 1.085 Beta 311

AR
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TABIE VITI

TYPICAL X-RAY DIFFRACTION PATTERW OF BODY-

CENTERED CUBIC EPSIION PHASE

43

Estimated Radiation
Line intensity © d Cr K bkl
1 Medium strong 30.69 2,039 Beta 110
2 Strong 34,13 2.037 Alpha 110
3 Weak 46,43 1.435 Beta 200
L Weak 52,75 1,435 Alphay 200
5 Very weak 52.87 1.435 Alphas 200
6 Medium weak 62.64 1.171 Beta 211
7 Strong T7.42 1.171 Alpha; 211
8 Medium strong 77.89 1.171 Alphas 211




4b NACA TN 2683
TABLE IX.- TYPICAL X-RAY DIFFRACTION PATTERNS OF
CHEROMIUM-NICKEL-MOLYBRIENUM AND CHROMIUM-

COBALT-MOLYBDENUM SIGMA PHASES

Estimated Radistion Estimated Radiation
Line intensity & a Cr K Line intensity ® d Cr K
Cr-Ni-Mo sigma phase, determined from alloy 587
1 Medium = {25.32|2,672{ Alphe 20 | Very wesk  |[58.02|1.347| Aalpha;
2 | Medium weak [26.66}2,318| Beta 21 |Very very weak|58.14{1.347[ Alphas
3 [ Medium weak |[27.38|2.485| Alpha 22 Weak 61.04|1.306| Alphs
L | Medium weak [28.25|2,116] Alphe 23 Medium 63.52{1.276] Alphajy
5 | Medium weak ([28.61(2.387| Alpha 2k | Medium weak [63.72{1.276| Alphas
6 Medium 29.51|2,320| Alpha 25 Weak 64.77{1.263| Alphaj
T | Medium wesk [30.40{2.056| Beta 26 |Very very weak|64.94|1.263| Alpbas
8 Medium weak 31.25(2.00%| Beta . 27 Weak 65.57{1.255 Alpha,
-9 Medium 31.76|2.172| Alphe 28 Very weak 65.72{1.255| Alphap
10 | Medium weak [31.96/2.160{ Alpha 29 Weak 65.95/1.251| Alphs;
11 Medium 32.87[1.927| Beta 30 Very weak 66.15(1.251| Alphap
12 |Medium strong |33.75/2.057| Alpha 31 | Medium weak [66.86]1.243| Alphaj
13 Strong 34.81{2.002] Alpha || 32 Weak 67.03{1.24k3]| Alphap
1k Strong 35.60|1.96%| Alpha 33 Weak 68.74|1.226| Alphe,
15 Medium 36.58|1.918| Alpha 34 Very wesk 68.95/1.226| Alphap
16 | Very weak [37.78|1.864| Alpha 35 Weak 69.67|1.218| Alphe;
17 |Very very weak|39.03{1.815{ Alphs 36 Very weak 69.87|1.219] Alphas
18 |Very very weak|39.70(1.789| Alpha 37 Very weak 74.68(1.185| Alpha;
19 | Medium weak |%3.15{1.672| Alpha 38 |Very very weak|75.04|1.184] Alphes
Cr-Co-Mo sigma phase, determined from slloy 530
1 Very weak 25.53|2.651| Alphs 21 Very weak - |58.28]1.3%3| Alphap
2 Very weak 26.7 |2.314| Beta 22 |Very very weak[58.47(1.343| Alphes
3 Weak 27.5212.473| Alphs 23 |Medium strong |63.87{1.273| Alpha;
b | Medium weak |[28.31|2.410{ Alphe 2k Medium 64.05|1.273| Alphsp
5 Medium 28,68]2.382( Alpha 25 Medium 65.27{1.258| Alpha;
6 Medium 29,58/2.315| Alphe 26 | Medium weak [65.46|1.258]| Alphas
¢ Week 30.44{2.053{ Beta 27 |Medium strong {65.89(1.252( Alpha;
8 | Medium wesk [31.35[1.999| Beta 28 | Medium weak [66.05|1.252| Alphas
9 [Medium strong [31.88]2.164( Alpha 29 Weak 66.42{1,247 Alphay
10 Medium 32.11}2.150| Alphs 30 | Very weak 66.65|1,247| Alphap
11 |Medium strong {32.95]|1.913 Beta 31 Medium wesk 67.23|1.239 Alphe,
12 Medium 33.85)2.052] Alpha 32 | Medium weak [67.42(1.239| Alphap
13 Strong 34,86(2,000| Alphe 33 Weak - |67-T1{1.235| Alpha,
14 Stroig 35.69{1.960| Alpha 34 Very weak 67.95]/1.235| Alphap
15 Strong 36.65(1.915| Alpha 35 |Medium strong |69.31]1.221| Alpha;
16 Medium 37.87{1.863| Alphs 36 Medium 69.6 {1.221| Alphey
17 | Medium weak [39.81}1.786! Alpha 37 Weak 70.4% 1,223 Alpha;
18 |{Very very weak|43.09|1.67%| Alpha 38 Weak 70.63{1.213| Alphay
19 | Very week |55.16{1.392| Alphs; || 39 Weak 75,441,181} Alpha;
20 | Very weak  |55.33|1.391| Alphe, || %0 | Very weak |75.73]1.181| Alphe,

S NACA
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TYPICAL X-RAY DIFFRACTICN PATTERN OF IRLTA PHASE

TABIE X

DETERMINED FROM ALIOY 522

Estinated Radlation Estimated Radiation
Lhoe | ntensity o d or X e | ntensity 6 d Cr K
1 Week 25.24 | 2,679 | Alphe 23 Very weak 38.24 [ 1.847 | Alphs
2 Very wesk 25.46 | 2,660 | Alpha 24 | Very very weak | 38.91 | 1.820 | Alpha
3 Weak 28,09 | 2.428 | Alpha 25 | Very very wesk | 40.85 | 1.748 | Alpha
4 Weak 28.2712.196| Beta 26 Very weak 57.77 {1.351 | Alphay
5 | Very very week j 28.64 | 2,384 | Alpha 27 | Very very weak | 57.89 [1.351 | Alphao
6 Very week 29.03 | 2,14k | Bete 28 Very weak 58,90 | 1.33% [ Alpha
7 Weak 29.90 | 2,086 Beta 29 | Very very weak | 59,08 (1,334 | Alphan
8 | Medium wesk | 30.37)2.058 | Beta 30 Weak '63.94% | 1,272 | Alphay
9 Weak 30.70 { 2.038 | Beta 31 Very weak 64.15 | 1.272 | Alphas
10 Strong 31.23 | 2.204 | Alpha 32 Very weak 65.85 |1.252 |  Alphe,y
11 Wegk 31.42 | 2,192 Alphs 33 | Very very weak | 65.99 {1.253 Alphao
12 Very wesk 31.62 | 1.983 Beta 34 Very weak 66.36 | 1.247 | Alpha;
13 | Very very week | 32.01 | 2.156 Alpha 35 | Very very weak | 66.52 | 1.248 Alphap
W | Medium weak | 32,252,142 | Alpha 36 Weak 66.73 [1.24% | Alphay
15 | Very very wesk | 32.77 | 2.113 | Alpha 37 Very week 66,93 | 1.24k | Alpheo
16 | Very very weak | 33.01 | 1,910 { Bete 38 | Very very week | 67.51 | 1,236 | Alphay
17 | Medlum strong | 33.24 | 2,08k | Alpha 39 Very weak 67.74% | 1.237 | Alphep
18 Strong 33.77 | 2.056 | Alpha ho Weak 68.02 | 1.232 | Alphaq
19 Medium 34,14 | 2.037| Alpha b1 Very weak 68.22 | 1,232 | Alphap
20 Medium 35.19 | 1,983 | Alpha L2 Weak 70.64 | 1.211 | Alpha;
2l | Medium week | 36.35(1.929 | Alpha h3 Week 70.89 [1.211 | Alphss
22 Very weak 36.72 | 1,912 | Alpha L Very week 74,01 | 1,189 |  Alpha;
45 | Very very weak | T4.38 | 1.188 | Alphap

HAGA
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TYPICAL X-RAY DIFFRACTION PATTERN OF MU FHASE

TABLE XI

IETERMINED FROM ALLOY 678

. Estimgted Radistion Estimated Radistion
Line intensity 0 d Cr K Line intensity o d Cr K
1 | Medium weak |[26,00f 2,608 | Alpha 17 Weak 36.92 [1.903 | Alpha
2 Very weak 28.65 | 2.169 Beta 18 Very weak 38.98 |1.817 Alphs
3 | Medium strong |28.83) 2.370 Alphs 19 | Very very wveak | 39.76 | 1.T87| Alphs
4 Very wesk 29.26 | 2.339 Alphs 20 Very weak 56.73 | 1.366 Alphay
5 | Very very weak [29.71| 2.306 | Alpha 21 | Very very weak | 56,91 |1.366 | Alphap
6 | Medium weak 30.19 | 2.069 Beta 22 Very weak 59.64 |1.324 ] Alpha
T | Very very wesk | 30.57 | 2.045 Beta 23 | Very very weak | 59.80 1.321\L Alphas
8 Week 31.00 | 2.020 | Beta ok Weak 61.43 | 1,301 | Alphaj
9 Medium 31.83( 2.166 [ Alpha 25 Very weak 61.62 |1.301| Alpbas
10 Medium 32.5212.125 | Alpha 26 Weak 62.51 |1.288 | Alpha;
11 | Very very weak | 33.17 [ 1.901 | Beta 27 Very weak 62.68 | 1.288 | Alpha,
12 Strong 33.5212.070 | Alpha 28, | Medium week |70.04 |1.216 | Alphe;
13 | Medium week |[33,98|2.045 | Alpha 29 Weak 70.26 | 1,216 | Alphss
14 Medium 34.48 | 2,019 | Alpha 30 | Medium wesk | 7L4.83 [1.184] Alphs;.
15 | Very very weak [34.91]1.998 | Alpha 31 Weak 75.19 | 1.184 | Alphay
16 Very wesk 35.83 ) 1.952 | Alpha

AR
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TYPICAL X-RAY DIFFRACTICN PATTERN OF P PHASE

TABIE XTI

DETERMINED FROM ALIOY 580

WA

BEstimated Radiation . Estimated Radiation
Line | intensity 8 a Cr K Line | intensity @ d r X
1 Very weak 25,54 | 2,650 | Alpha 25 Medium weak | 35.14 |1.985| Alphs
2 |Very very weak { 25.82 [2.388 | Beta 26 Weak 6.4 [1.925 { Alpha
3 | Very very weak { 25.9 [2.381 | Beta 27 Weak 36.76 [1.910 | Alpha
4 | Very very weak | 26,51 |2.329 | Beta 28 Weak 37.07 | 1.897 | Alpha
5 Weak 28,35 | 2,191 Beta 29 Very weak 38.69 |1.829 | Alpha
6 | Medium weak | 28,55 |2.391| Alpha 30 | Medium weak 60.2 |1.317 | Alpha;
7 | Medium weak | 28.69 |2.381 | Alpha 31 Weak 60.39 |1.317 | Alphap
8 | Medium weak 25,11 | 2,137 Beta 32 Weak 60.99 |1.307 | "Alphaq
9 Weak 29.36 | 2.332 Alpha 33 Very weak 61.1 |1.307 Alpheo
10 | Medium week 29.65 [2.102 | Bets 34 Weak 61.5 [1.300| Alphey
11 Weak 29.98 (2.287 | Alphs 35 Weak 61.62 [1.301 | Alphap
12 Weak 30.21 | 2.067 | Beta 36 Wesk 62.71 |1.285 | Alphe,
13 Week 30.65 | 2.0k40 Beta 37 Very weak 62,88 |1.286 | Alphss
1k Wesk 30.81 [2.031 | Beta 38 | Medium weak | 63.48 |1.277| Alpha
15 Strong 31,40 (2,190 | Alphe 39 | Medium weak | 65.06 [1.260 { Alphaj
16 Weak 3.7 |2.175 | Alpha 40 Weak 65.2% |1.269 | Alphao
17 | Medium weak | 32,32 |2,137| Alpha 41 | Medium weak | 67.3% |1.238 | Alphay
18 Medium 32,93 12,102 | Alpha 42 Weak 67.51 | 1.239 Alphao
19 Medium 32,97 [2.101 | Alpha 43 |Medium strong | 73.17 [1.19% | Alphe;
20 Medium 33.36 |2.078 | Alpha My | Medium weak | 73.47 |1.19% | Alphep
el Medium 33.58 [ 2,067 | Alphe 45 Wesk T4.01 |1,189 | Alphs;
22 | Medium weak |33.85 (2.052 | Alphs L6 Very weak T4.28 11,189 | Alphap
23 Medium 34.04 |2.041 | Alpha 47 | Medium weak | 76.42 |1.175 | Alphae;
24 |Medium strong | 3%.26 |2.031| Alphs 48 Weak 76.83 {1.175 | Alphap

~E
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TYPICAL X-RAY DIFFRACTION PATTERN OF R PHASH

TABIE XIII

DETERMINED FROM ALLOY 592

Estimated Radiation Estimated Radiastion
Lize | tensity 9 a Cr K Idne | tensity 6 a cr X
1 Weak 25.h5 1 2.659 | Alpha 22 |Medium strong | 35.53 [1.966| Alpha
2 | Very strong [25.94{2.612| Alpha 23 Medium 35.81 [1.954 | Alpha
3 Very strong 26.18 | 2.592 | Alphe 24 Very weak 37.22 11.890| Alpha
4 Very weak 26.43 [2.336 | Beta 2 Wesk 37.42 11,8811 Alphs
5 | Very very week | 26.87 | 2.529 | Alpha 26 Very weak 38.20 (1,849 | Alpha
6 Weak 27.52 [ 2.473 | Alpha 27 | Medium weak bo.2k 11,770 | Alpha
7 | Medium weak |28.59 |2.173| Beta 28 Very weak 62.20 | 1,291 | Alphaq
8 | Medium weak |28.81 [2.159| Beta 29 Very weak 62.22 |1.293 | Alphas
9 Weak 29.29 | 2.337 | Alpha 30 Weak 63.23 1,280 | Alpba;
10 | Medium week [29.59 |2.107 | Beta 31 Weak 63.42 | 1,280 | Alphap
11 Weak 29.91 [ 2.291 | Alphs 32 | Medium weak .27 {1.268 | Alphay
12 | Medium weak [30.45 [2.053| Beta 33 Weak .49 [1.268 | Alphas
13 Very weak 30.71 [ 2.238 Alpha 34 Very weak 6l.81 1.263
14 Weak 31.27 | 2.004 [ Beta 35 Very weak 66.51 |1.246 | Alphe;
15 Weak 31.51 | 2.186 | Alpha 36 | Medium weak 66.69, [ 1.246 | Alphap
16 Strong 31.76 [2.171 | Alpha 37 Weak 68.18 [1.231| Alpheg
17 Strong 31.97 | 2.159 Alpha 38 Medium weak 68.39 |1.231 Alphas
18 [ Medium strong |32.87 |2.106 | Alphsa 39 Weak 69.62 {1.219 | Alphaj
19 | Medium strong |33.85 [2.052 | Alpha ho | Medium week 69.90 {1.219 | Alphap
20 Strong 34.76 | 2.005 | Alpha b1 Weak 71.2% [1.207 | Alphs;
21 |Medium stronmg |[35.11 [1.987 | Alpha Lo Wesk TL.YT {1.207 | Alpha,
NG
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TABIE XIV

DETERMINATION OF ALPHA THREE-PHASE-FIELD CORNER

BY X-RAY DIFFRACTION IN COBALT-NICKEL-

MOLYBDENUM SYSTEM

[@até for fig. 26]

EBxtrapolated value
Alloy Weig](rzlgb]i;zt'cent of aq
(kx)
399 17 3.5925
552 64 3.6008
Lo8 50 3.6028
o1 30 3.6133
679 15 3.6235
627 10 3.6320
486 0 3.6351
T Three-phase alloy 3.6287
551 Three-phase alloy 3.6300
Yo At boundary of 3.6307
three-phase field

“!ﬂﬁ;"’
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TABIE XV

DETERMINATION OF SOLUBILITY LIMIT IN

COBALT-NICKEL-MOLYBIENUM MU PHASE

BY X-RAY DIFFRACTION

[Date for fig. 27]

NACA TN 2683

AT e Welght percent a atm O 2

Sy nickel v ey =
oy 0 T70.45 0.94235 1.2124
678 12 69.94 .93953 1.2160
550 18.77 69.97 .937T1 1.2184
536 2k .12 69.59 .93724 1.2190
537 26 69.47 .93649 1.2199
523 29 69 .46 .93642 1.2200
hho At boundary of 69.45 .93637 1.2202

three-phase field

Leh Three-phase 69.48 .93650 1.2200
551 Three-phase 69.45 .93637 1.2202




NACA TN 2683

TABIE XVI

DETERMINATION OF ALPHA THREE-PHASE-FIELD CORNERS

BY X-RAY DIFFRACTION IN CHROMIUM-COBAIT-

MOLYBDENUM SYSTEM

[@ata for fig. 2@]

Extrapolated value
Alloy WEifEioﬁziient of &g
(kx)
399 0 3.5925
L87 L 3.5870
413 10 3.5834
665 ik, 7 3.5832
645 17.42 3.5855
o 19.36 3.5890
606 21.98 3.5886
6LL 2k,9 3.5810
iiyal 28.83 3.5771
398 31.7 3.5733
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TABLE XVII
DETERMINATION CF ALPHA THREE-FHASE-FIELD CORNERS
BY X-RAY DIFFRACTION IN CHROMIUM-NICKEL.-

MOLYBDENUM SYSTEM

[Date for fig. 29]

] Extrapolated value
Alloy Weigﬁzoﬁii;?nt_ of &g
(kx)
486 o] 3.6351
638 5.5 3.6276
636 11.3 3.6245
kg0 14,3 3.6213
L9 22,1 3.6189
45T 23 3.6186
k38 25.5 3.6162
435 36.25 3.6073
389 ko, 75 3.60L45
614 k3.5 3.5956
agg 43 3.5850

8From reference 1; 8, Tredetermined in the present

investigation. Vﬂ' 3 ! v
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VAIUES OF d OF CHROMIUM-NICKEL-MOLYBDENUM TERNARY

SIGMA PHASE AS FUNCTION OF CHROMIUM CONTENT

TABLE XVIIT

[bata for fig. 3@]

Weight percent d
Alloy chromium valuel
509 25,06 1.2996
508 32.0° 1.2969
641 22.76 1.2970
482 28.0 1.2928
603 36.0 1.2916
483 33.0 1.2857
604 45,0 1.2853
Lly7 4o.0 1.2832
491 k5.0 1.2769
586 51.0 1.2768
1d values determined from twenty-third

line of sigma pattermns.

SHACGA
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TABIE XIX.- DATA USED FOR PLOTTING ACTUAL SOLUBILITY OF CHROMIUM

IN ALPHA PHASE AT VARIOUS CONSTANT MOLYBDENUM CONTENTS

AS FUNCTION OF ACTUAL COBALT CONTENT

[Deta for rig. 32]
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NACA TN '
TABIE XX
DETERMINATION OF THREE-PHASE-FIELD CORNERS
ON 20-PERCENT-MOLYBDENUM QUATERNARY
ALPHA PHASE BOUNDARY
[Data for fig. 33]

. Extrapolated value
Actual weight of =
Alloy percent cobalt (kX)o
457 o) 3.6186
524 12.2 3.6128
525 24,0 3.6097
526 32.0 3.6042
652 47.6 3.6004
651 61.6 3.5969
501 64.0 3.5900
487 - 76.0 3.5870

Ul
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Weight % Cobalt

Figure 1l.- The 1200° C isothermal section ofcobalt-nickel-molybdenum
ternary system.
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Weight % Gobalt

Figure 2.- The 1200° C isothermal section of cobalt-nickel-molybdemumm
ternary system with alloy compositlions lndicated.
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Figure 3.- The 1200° C isothermal section of chromium-cobalt-molybdenum
' ternary system.
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10 20 30 40 80 60 70 [{e] 90
Welght % Molybdenum

Figure 4.- The 1200° C.isothermal section of chromium-cobalt-molybdenum
ternary system with alloy compositions indicated.
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10 20 30 40 -14] 60 70 80 90
Welght % Molybdenum

Figure 5.- The 12000 C isothermsl section of chromium~nickel-molybdenum
ternary system.
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30

10 20 30 40 50 60 70 80 90
Weight % Molybdenum

Figure 6.- The 1200° C isothermasl section of chromium-nickel-molybdenum
termary system with alloy compositions indicated.
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10

Weight % Nicke!

Figure 7.- Alpha-phase-field bounddry at 1200° C in chromium-cobalt-
nickel-molybdenum quaternary system for constant molybdenum contents
- of 2.55 5, 10, and 20 percent. '
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Figure 8.- Alpha-phase-field boundary at 1200° C in chromium-cobalt-

nickel-molybdenum quaternary system for constant molybdenum contents
of 2.5, 5, 10, and 20 percent with alloy compositions indicated.
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Flgure 9.- Alloy 296 containing 38.02 percent chromium, 44.85 percent
cobalt, 14.63 percent nickel, and 2.5 percent molybdenum. Etched
according to procedure 1; small particles of second phase in an
alpha matrix; transformation striations revealed in alphse phase;

X500.

Figure 10.- Alloy 443 containing 25 percent cobalt,’ 25 pPercentnickel,
and 50 percent molybdenum. Etched according to procedure 4 but
stain omitted; alpha phase arranged in banded dendritic pattern in
matrix of mu Phase; X250. - )
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- Figure 1l.- Alloy 608 containing 23.5 percent chromium, 39 percent
nickel, and 37.5 percent molybdenum. ZEtched and stained according
to procedure 2; minor amounts of unstained slpha in matrix of

- stained sigme phase; X250.

. "‘i._““_a e __ .‘..",‘..!_ e = e e
e . PR T % i - T W

Figure 12.- Alloy 467 containing 10 percent chromium, 55 percent nickel,
and 35 percént molybdenum. Etched according to procedure 2 but stain
omitted; typical distribution of minor amounts of P phase in matrix
of alphe; X250.
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Figure 13.- Alloy 599 containing 65 percent chromium, 22 percent nickel,
and 13 percent molybdenum. Etched and stained according to procedure 2;
heavy Widmanstatten precipitateof sigma in epsilon phase; dark oxide
inclusions and grain boundaries shown in epsilon phase; X500.

.

Figure 14.- Alloy 600 containing 48.5 percent chromium, 45.h4 percent
nickel, and 6.1 percent molybdénim. ~Etched and stained according
to procedure 2; heavily stained and severely cracked particles of

sigma plus lightly stained_epsilon with few cracks in matrix of
unstained alpha phase; X250. z
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Figure 15.- Alloy 602 containing 25 percent chromium,” 27.5 percent
nickel, and 47.5 percent molybdenun. Etched and stained according
to procedure 2; grain boundaries revealed in cracked matrix of
sigma phase; X500.

Figure 16.- Alloy 492 containing 20 percent chromium, 30 percent
nickel, and 50 percent molybdenum. Etched and stained according
to procedure 2; particles of sigma phase clearly delineated in
matrix of P phasej grain boundaries revealed; X1000.
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Figure 17.- Alloy 392 containing 52.6 percent chromium, L41.4 percent
cobalt, and 6 percent molybdenum. ZEtched and stained according to
procedure 3; scattered Widmanstiatten precipltate in matrix of sigma
pPhase; ldentity of-precipitate unknown; X500.

Figure 18.- Alloy 471 contmining 28.83 percent chromium, 64.8 percent
cobalt, and 6.37 percent molybdenum. Etched and stained according
to procedure 3; small particles of stained sigma phase outlininE
grains of unstained alpha phase; X500. . . .
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~NASA

Figure 19.- Alloy 522 containing 10 percent cobalt, 32 percent nickel,
and 58 percent molybdenum. Etched and stained according to proce-
dure 4; minor amounts of unstained (white) alpha phase plus small
grains of mu phase stained to various colors and showing occasionsl
annealing twins in matrix of delte phase; delta phase unevenly
attacked and heavily stalned; X500.

ﬁi‘nsnpr’
Figure 20.- Alloy 626 containing 4 percent chromium, 36.5 percent
nickel, and 59.5 percent molybdenum. Etched and stained according

. to procedure 2; traces of P phase in matrix of delta; grain boundaries
in delta phase very faintly visible; X1500. :
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. ~NACA -~
Figure 2l.-- Alloy 550 containing 22.7k percent cobalt, 18.77 pPercent

nickel, and 58.49 percent molybdenum. Etched according to procedure 4
but stain omitted; structure of mu phase; preferentisl attack
Probably due to orientation effect; X500.

Figure 22.- Alloy 669 containin
and 29 percent molybdenum.
minor amounts of sigma and .P
of alpha phase; slight contr

g 22 bercent“chromium,
Etched and stained acco
phases (both stained)

ast between.sigms 'ang P particles; X500.

49 DPercent nickel,
rding to procedure 2;
in unstained matrix
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Figure 23.- Alloy 605 containing 18.5 percent chromium, 45.5 percent
cobalt, and 36 percent molybdenum. Btched and stained according to
procedure 3; small particles of stained sigma plus minor amounts of
unstained (white) alpha phase in stained matrix of R phase; X500.

"..I'P'

Figure 24.- Alloy 513 containing 19.88 percent chromium, U49.78 percent
cobalt, and 30.3k4 percent molybdenum. Etched and stained according
to procedure 3; phase contrast shown in three-phase alpha-sigma-R-
alloy; alpha is unstained (white), sigma is stained {darkest), and
R 1s lightly stained; X500.
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g 38.76 percent chromium, 31.2 percent

cobalt, 27.54 percent nickel, and 2.5 percent molybdenum. Etched
lightly according to procedure 1; dark etching zirconium impurity
Phase associated with small second-phase particles of-sigma in
matrix of alpha phase; X2000. . ’ -

Figure 25.- Alloy 376 containin
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Figure 26.- Variation of lattice paresmeter st 1200° ¢ of alphas boundary
alloys in cobalt-nickel-molybdenum ternary system plotted as function
of cobalt content.
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Figure 27.- Variation at 1200° C of d value of twenty-eight X-ray
diffraction line of mu phase in cobalt-nickel-molybderum ternary

system plotted as function of nickel content.
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Figure 28.- Variation of lattlce parameter at 1200° C of alpha boundary
alloys in chromium-cobalt-molybdenum ternary system plotted as function
of chromium content.
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Figure 29.- Variation of lattice parameter at 1200° C of alpha boundary
alloys in chromium-nickel-molybdenum ternary system plotted as
function of chromlum content. ’



Yolues

1.3000

1.29%50

(.2900

1.20350

L2750

NN
iy \\0‘ \\
LN N\ =

Wsaight % Chromium

Figure 30.- Variation at 1200° C of d values of twenty-third X-ray
diffraction line of sigma phase in chromium-nickel-molybdenim
ternary system plotted as function of chromium content.
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Figure 31.- Alloy 447 containing 40 percent chromium, 30 percent
nickel, and 30 percent molybdenum. Etched and stained according
1o procedure- 2; small perticles of phase not—identifiasble from
figure 6 plus unstained alpha in metrix of sigme phase; X750.
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Figure 32.- Maximum solubility at 1200° C of chromium in alpha phage of
chromlum-cobalt-nickel-molybdenum alloys plotted as functions of
actual cobalt content for constant molybdenum comtents of 2.5, 5, 10,
and 20 percent.
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Filgure 33.- Variation of lattice parameter st 1200° ¢ of alpba boundary
alloye in 20-percent-molybdenum secfion of chromlum-cobalt-nickel-

molybdenum gquaternary system plotied as function of actual cobalt
content.
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